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1. SCOPE: The material defined b

Yy this specification is a grinding oil,

particularly suitable for use in bearing surface grinding.

- 2.  APPLICATION:
grinding oper

3. REQUIREMENTS:

3.1 CHEMICAL:

3.1.1 Sulfur Content
(AST™ D 129)

3.1.2 Chlorine Content
(ASTM D 808)

3.1.3 Fatty 0il Content
(FLTM AJ 6-1)

3.2 PHYSICAL:

3.2.1 Viseosity at 40C, cSt
(ASTM D 445)

3.2.2 Viscosity at 100C, cSt
(ASTM D 445)

3.2.3 Viscosity Index
(ASTM D 445)

3.2.4 Flash Point
(ASTM D 92)

3.2.5 Fire Point

: (ASTM D 92)

3.2.6 Specific Gravity
(ASTM D 4052)

3.2.7
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Anti-Foaming Properties
(ASTM D 892, Alternative)
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This material was originally released for bearing track
ations on heat treated ferrous materials.
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Sequence I (25C)

- Tendency, mL ) 50
- Stability, seconds 25
Sequence II (93.5C)
Tendeney, mL 50
Stability, seconds 25
Sequence III (25C after 93.5C)
Tendeney, mL 50
Stability, seconds 25

4.  STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
Manufacturing Standard MCX are herewith made a part of this Standard:
453, Cl, C3 (initial approval only) P1, P2, P3, Rl, R2. h

| Ml 9009160 0052012 959 M Documents

Copyright by the Ford Motor Cofniany Document Sharing Hub

Fri Aug 26 23:17:09 2016
Full document details: FORD M3C100-A 1990


http://www.avadocuments.com/doc/ford-m3c100-a-1990
http://www.avadocuments.com/doc/ford-m3c100-a-1990

