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M=3C17A(A)

CUTTING OIL - GRNERAL FURPOSE - RBSCLAIMED

1. SCOFS: The material defined by this Stardard is a reclaimed cutting fluid
composed of mineral oil, sulfur and saponifiables.

2. APPLICATION: This material is generally used in automatic screw machins
operations.

. UIREMENTS :

Viscosity @ 100°F 25.2 - 28.6 oSt (120-135 SUS)
ASTM D 4%5 and ASTM D )

+2 Color: 8 max
(ST D 155)
.3 Flash Point: 325°F min  (163°C)
ded (ASTM D 92)

3.4 Pire Point: ' 350%F min  (177°C)
(aSTH D 52)

.5 Pour Point: 10°F nax (-12°)

- @S™ D 97)

.6 Sulfur: 0.2 - 0.4%

Ford Laboratory Test Method AJ 1=2) . i
.7 Chlorine: Trace
(aSTM D 808) )
3.8 Total ?at% 0il: 1.% - 1.8%
ASTM D ‘

3.9 gger's 'Resbona:.’bzhgr All asterials supplied to this Standard must
be equivalent in all characteristics to the material upon which approval was
Or:.g:.nally granted, and shall be suitable for the intended application. Changes

in composition shall not be made without approval of Mamifacturing Engineering
and Systems 0ffice, Mamufacturing Staff.

3.10 Identification: Materials supplied to this Standard shall bs identified
with the M-number printed on the side as well as the top of the containers in
letters at least 2" (50 mm) high in a contrasting color to that of the con-
tainer. Container marking shall be in accordance with Mamufacturing Standard
2F-10 and conform to all Federal, State and local container contents labeling
regulation which are in effect both in the area of shipment and use.

4. APPROVAL OF NEW SUPPLIERS: Materials submitted by new mamifacturers to this
Stapdard must have Iadustrial Hygieme, Bavironmental Engineering, Laberatory and
Shop Trial approvals. Suppliers are required to complete and submit the Material
Health and Safety Data Sheet (Form 1291), and the Environmental Data Sheet

(Form 68-100) prior to Shop Trial.
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Recommendations for the additicn of new manufacturers to the Mamufacturing Approved
Source List (ASL) must be made in writing to the respoasible Memufacturing Staff
0ffice by the appropriate divisicpnal standards activity in accordance with Mamv-
facturing Procedure II d 1.

5. ENVIRONMENTAL CONTROL: Use of any material approved to this Standard must
comply with the gu:.del:..nes as established in the envirommental review of the
material, as they appear in the Materials and Toxicology (MATS) Systen

6., HRALTE AND SAFETY: Petroleum material, use of impervicus gloves and safety

glasses recommended when handling., For further detail, see Industrial Hygiene
and Toxicology Bulletin No. 3. :
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