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EONING OIL AND HIGH FLASHE SOLVENT

1. SCOFE: The material defined by this standard is a special high flash aliphatic
petroleum solvent.

2. APPLICATION: This material is used as a honing oil in manufacturing processes
and aiso as a solvent for diluting rust preventive materials.

3. REQUTREMENTS:

.1 __ Specific Gravity 8 60/60°F: 0.800 - 0.855
(ASTM D 891
.2 Flash Point: 200°F (93°C) min
(ASTM D 5
.3 _Aniline Poinmt: 1319 - 158°F (55% - 70%)
ASTM D 1012
;4 Aniline Point of Last 10% Distilled: + 2°C max divergence from aniline
ASTM D 1012 point of the given as-received lot

or shipment under test

.S ' Non-Volatile Material: 1.5% max
ASTM D 2 ' )
.6 Cozper Strip Test: Noncorrosive )
ASTM D 1275 . '
3.7 Acidity: 0.0% max
ASTM D 847)
3.8 Distillation Range: IBP: Lns:t' (21 3gc) min
' ASTM D 86), EP: 540°F (282°C) max -

3.9 __ Supplier's Responsibility: All materials supplied to this standard must
be equivalent in all characteristics to the material upon which approval
was originally granted, and shall be suitable for the intended application:
Changes in composition shall not be made without aprroval of Manufacturing
Engineering and Systems Office, Manufacturing Staff.

3.10 Tdemtification: Materials supplied to this standard shall be identified
witd the M-number printed on the side as well as the top of the containers
in letters at least 2 in (50 mm) high in a comtrasting color to that of the
contairer. Container marking shall be in accordance with Manufacturing
Standard ZF-10 and cenform to all Federal, State, and local container

contents labelirg regulatiocns which are in effect both in the area of
shipment and use.
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4. APFROVAL OF NEW SUPPLIERS: Materials submitied by new manufacturers to this

standard must bave Industrial Hygiene, Envircmmental Ergineering, Laboratory and

Shop Trial approvals. Suppliers are required to complete and submit the Material
Health and Safety Data Sheet (Form 1291), and the Bavironmental Date Sheet

(Form 68-100) prior to Shop Trial.

Recommerndations for the addition of new mamufacturers tc the Manufacturing Approved
Source List (4SL) must be made in writing to the responsible Mamufacturing Staff
Office by the appropriate divisicnal standsrds activity in accordance with
Manufacturing Procedure II 4 1.

2. ENVIRONMENTAL CONTROL: Use of any material approved to this standard must
comply witk the guidelines as established ir the envirommental review of the
material as they appear in the Materials and Toxicology (MATS) Systex.

6. HEALTH AND SAFETY: The following are recommended practices to be observed when
‘working with petroleum products:

. Vhere contact with oil is unavoidable, impervious gloves should be worm.
Clean work clothes should be worn. If extensive splashing cannct be
avoided, imperviocus aprens and footwear should be worm.

. When skin exposure cannot be avoided, removal of oil from the skin should
be as prompt as possible. Industrial solvents snould pot be used to clean
the skin. .

. All skin rashes, lesions, cuts and abrasions should receive pronpt medical
attenticn.

. For further details, comsult Industrial Hygieme and Toxicology Bulletin No. 3.

7. FLAMMABILITY: This material represents a potentisl fire hazard. The Mamu-
facturing Engineering Department must notify botk the plant security and the safety
personnel of its presence in the plant to assure that proper firs precautions are
provided. The locatioz in which it is used and stored must be included in the

notification.
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