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1. SCOPE: The material defined by this Standard is a pressure sensitive

adhesive backed polyolefin film with easy removal characteristics.

2. APPLICATION: This material is applied to horizontal painted surfaces of
new vehicles at the assembly plant to provide protection from
atmospheric fallout and iron filings during rail transport. Easy
removability after delivery is required, even after extended time
periods of up to six months after application.

3. REQUIREMENTS :
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 4 h prior to testing and tested under
the same conditions unless otherwise specified.

3.3 FILM PROPERTIES

3.3.1 Appearance

Upon being unwound for application, the film shall Present a
smooth and uniform appearance, allowing for satisfactory
application properties. The color and appearance shall be
visually similar to the standard approved film.

3.3.2 Thickness (Sheet + Adhesive backing) 53 +/- 5 micrometer
(ASTM D 1000)

The reported thickness shall be the average of 5 measurements
taken 100 mm apart.

3.3.3 Light Transmittance 0.5% max. at 200 - 800 nm
(Perkin-Elmer UV/Vis Spectrophotometer
(Lambda 6) with Lab Sphere integrating
sphere attachment)
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3.3.4 Breaking Factor, min

(IS0 R 527, type 2/ASTM D 638M,
type M-II, 100 mm/min test speed)

- Room temp. (48 h at 23 +/- 2 C) 30 N/25 mm
- Low temp. (3 h at 0 +/- 2 C) 30 N/25 mm
- High temp. (3 h at 60 +/- 2 C) 30 N/25 mm

- 500 h fluorescent UV*

* Exposure per para 3.4.7.

3.3.5 Elongation at Break, min
(IS0 R 527, Type 2/ ASTM D 638M,
Type M-I1I, 100mm/min test speed)

- Room temp. (48 h at 23 +/- 2 C) 500 %
- Low temp. (3 hat 0 +/- 2 0C) 500 %
- High temp. (3 h at 40 +/- 2 C) 500 s

- 500 h fluorescent UV*
* Exposure per para. 3.4.7,
3.3.6 Application and Workability

The Film shall be easy to apply on the vehicle at the assembly
plant and shall be workable enough to conform to rounded areas
and corners of the vehicle.

3.3.7 Cold Weather Workability

The Film shall maintain adhesion to the surface in cold
weather. The film shall not crack or tear during removal in
cold weather.

3.4 180 Degree Peel Adhesion, min
(ASTM D 1000, adhesion to test panels specified below, plot
evaluated per ISO 6133, Method B)

Test Panel Preparation:

Testing shall be conducted on test panels coated with the required
enamel system. Panels shall be prepared according to the specifica-
tion requirements of the respective enamel. One half of the surface
of the test panel shall be repaired with low bake catalyzed enamel.
The Film shall perform equally over both standard bake and low bake
catalyzed enamel. Apply Film per ASTM D 1000.
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