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NON-PRODUCTION MATERIAL SPECIFICATION

Material Name Specification Number
TAPE, POLYETHYLENE FOAM, PRESSURE SENSITIVE M3G233-A
1. SCOPE

The material defined by this specification is a cross-linked polyethylene, closed cell, weatherable
foam coated on one side with a pressure sensitive adhesive and protected with release paper.

2. APPLICATION
This specification was released originally for material used on vehicle doors to prevent chips and
scratches from the door hitting hard objects during the assembly process. Easy removal after
delivery to the selling dealer is required, up to one month after application.

3. REQUIREMENTS
Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to the Company's Quality System
Requirements.

3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to

testing and tested under the same conditions unless otherwise specified.

3.3 FOAM PROPERTIES

3.3.1 Density, min, kg/m® 30
(ASTM D 3575-W)
3.3.2 Thickness, min, mm 12
3.33 Tensile Strength, min, kPa 240
(ASTM D 3575-T, Die "A")
3.3.3.1 Elongation, min, % 140
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Tear Strength, min, kg/cm 14
(ASTM D 3575-G, Die "C")

Compression Set, max, % 30
(ASTM D 3575-B, Method "B")

25% Compression Deflection, min, kg/cm” 042
(ASTM D 3575-D)

Peel Adhesion, min, N/m width 3.0
(ASTM D 903)

Test Method: Check adhesion to painted metal panels representative of current
production quality white and black enamel. If foam fails internally before peeling
occurs, the test is rated as failed.

Aged Peel Adhesion, min, N/m width 3.0
(ASTM D 903)

Test Method: Check adhesion to painted metal panels representative of current
production quality white and black enamel. If foam fails internally before peeling
occurs, the test is rated as failed. Check adhesion immediately following removal
from the specified condition. No adhesive is permitted left on the painted panel
after removal, and no noticeable blistering, dulling, staining, or worm tracking of
the painted surface is permitted.

ADHESION FORCE

3.3.8.1 2weeksat -25 +/-1°C 3.0
3.3.8.2 2 weeks at60 +/-1°C 9.0
3.3.8.3 2 weeks at 38 +/-1 °C and 11.0

95-100% relative humidity

Outdoor Weathering, min 1 month
Jacksonville, Florida Area

Horizontal, Direct Weathering,

Facing South

Test Method: Expose foam part on painted metal panels representative of current
production quality white and black enamel and check adhesion after exposure. A
value no greater than 11.0 N/m by width should be obtained. If foam fails
internally before peeling occurs, the test is rated as failed. No adhesive is
permitted left on the painted panel after removal, and no noticeable blistering,
dulling, staining, or worm tracking of the painted surface is permitted.
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