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1. SCOPE: The materials desired under this standard are selected, soft,

absorbent, washable, medium weight cloths of cotton or cotton-synthetic
and other fabrics as further described under requirements. ‘

2. APPLICATION: These cloths are used for miscellaneous plant purposes,

such as wiping machinery and equipment, where a high order of absorbency
is not required.

3.  REQUIREMENTS:

3.1 CONTENT: Materials shall be a good sound grade of various cloths,
absorbent, and reasonably tear resistant as determined by shop
trial. No stiffened or lustrous fabrics, such as ducks, poplins or
sateens, shall be included. No buttons, hooks, eyes, grit, or )
foreign material shall be permitted. At least 50% by weight of any
one bale shall be of cotton-synthetic blend.

3.2 CLEANLINESS: Materials shall be thoroughly washed, sterilized,
rinsed and dried at approximately 212 F (100 ©).
3.3 COLOR: All colors. Solid dark color material shall not exceed S0% by
weight.
3.4, ) SIZE (Per Piece): Minimum Maximum
Area 150 sq in (0.097 m2) 360 sq in (0.23 m2)
Widch 10 in (254 mm) 18 in (457 mm)
Length 15 in (381 mm) 20 in (508 mm)
3.5 WEIGHT: Pieces shall not exceed a maximum of 8 oz (298 g/m2) per -

square yard. A bale shall contain a minimum of 100 Ibs (45.4 kg)
and a maximum of 150 Ibs (68 kg).

3.6 WEAR: Badly worn or weakened cloths shall not be accepted.

3.7 MOISTURE CONTENT: Moisture content of a bale shall not exceed 7%.
If the moisture content exceeds 7%, material shall be subject to
rejection at the option of the Ford Motor Company.

Test Method: Several pounds of wiping cloths shall be taken from a
bale and weighed. Record as A (original weight). Place cloths in a
thermostatically controlled dryer. Dry for two hours at 220 F

(104 ¢C). After drying, reweigh immediately and record as B (final
weight).

Compute as % Moisture Content = (A-B)100/A
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3.8 RESISTANCE TO MILDEW: The wipers shall be considered satisfactory

if there is no visual evidence of growth of mildew organisms.

4. STANDARD PARAGRAPHS: The following standard paragraphs, as defined in
Manufacturing Standard MHX, are herewith made a part of this standard:
Pl, P2, P3, R3, R4, . I
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