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M-5B249A(E)

ATKALINE CLEANER - DEOXTDANT

1, SCOPE: The material defined by this starndard is ap allmline clesner containing
Jeoxidants

APPLICATION: This material is used where moderately heavy cleaning, oil removal,
ide removal from aluminum parts is required. This material is to be used as an
immersion cleaner. The product can also be used on ferrous metals.
3s  EBQUIREMENTS:
31 __Chemical Compositicns:

Total Alkalinity as Ha20: 16.5% min
(FLIM AK 106-1)

Phosphatea as P20s:  7.5% min
!H.m AK 109-1)

Borates as B0 28.5% ain

=S .

Carbonates as COo: 5.0% max
me AK 110=1)

Surfactants and Vett#' Agents: 5.0% min
FLIM AK 1161 .

-2 1% Solution at 25°C)): 9.0 min
ASTM D 1172
Surface Tension (1% Solution at F (25°C)): 37.0 dynes/cm max
™ D 1331 : ’
3.4 EHandling Quality: This material shall be a free flowing and nondust producing
powder.

3.5 Sg.&er's Reemns:.b:.‘!.rl_:_'z- A11 materials supplied to this standard must be
equivalent in all characteristics to the material upon which approval was originally
granted, and shall be suitable for the intanded application. Changes in composition

shell not be made without approval of Manufacturing Engineering & Systems Office,
Manufacturing Staff,

3.6 Identification: Materials supplied to this standard shall be identified with
the "™M-number printed on the side as well as the top of the containers in letters
at least 2 (50 mm) high in a contrasting color to that of the container,

Container marking shall be in accordance with Mamufacturing Standard ZPF-10 and con-
form to all Federal, State, and Local container contents labeling regulations which
are in effect both in the ares of shipment and use.
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4, APPROVAL OF NEW SUFFLIERS: Materials suitmitted by new menufacturers to this
standard must bave industrial Hygiene, Envirommental Engineering, Laboratory and
Shop Trial approvals, Suppliers are required to complete and sutmit the Material
Health and Safety Data Sheet (Form 1291) and the Envirommental Data Sheet (Form
68=100) prior to Shop Trial.

Recommendations for the addition of new manufacturers to the Manufacturing .
Approved Source List (ASL) must be made in writing to the responsible Manufacturing
Staff 0ffice by the appropriate divisional stendards activity in accordance with
Manufacturing Procedure IId1l. )

54 ENVIRONMENTAL CONTROL: Use of any material approved to this standard must
comply with the guidelines as.established if the envirommental review of the

naterial as they appear in the Materials and Toxicology (MATS) System.

6, HEALTE AND SAFETY: Use of any material approved to this standard must comply
Vith the guidelines given under the Toxicological (TOX) review of the material as
indicated in the MATS system.
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