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1. SCOPE: The material defined by this standard is a nonfoaming, liquid
alkaline cleaner.

2. APPLICATION: This material is generally used in high pressure spray
washers for cleaning of ferrous parts requiring substantial residual
rust inhibition and low spotting tendencies. The reduced visibility of
the residual film facilitates the visual examination of clean parts for

manufacturing imperfections. It may be used at temperatures of 23C to
83C. :

3.  REQUIREMENTS:

3.1 PH: (1% Solution) at 24 C (75 F) 12.0 - 13.0
{(ASTM E70)

3.2 FOAMING: After 10 Minutes Standing: No Foam
(FLTM B 1-1)

The cleaner shall be nonfoaming when used at recommended concentra-
tion of 1.0 to 3.0% wt at temperatures of 23 C to 83 C (73 F to
181 F), as determined by shop trial.

3.3 RUST INHIBITION: Cast iron and steel parts cleaned in a solution
containing a one ounce per gallon (7.5) gm/L of the product and then
left unrinsed should be sufficiently inhibited against rust for at

least 30 days under in-plant storage conditions as determined by
shop trial.

4.  STANDARD PARAGRAPHS: The following standard paragraphs as defined in

Manufacturing Standard MBX, are herewith made a part of this standard:
A5, A7, C1, P1, P2, P3, R1, R2.

5. GENERAL INFORMATION:

5.1 The following chemical composition has been shown to perform
satisfactorily in service:

CHEMICAL COMPOSITION:
(ASTM D 800)

Total Alkalinmity (as Na20) 23.5% min
(FLIM AK 106-01) .

Total Phosphates: (as P205) 0.0 - 3.5%
(FLIM AK 109-01)

Total Silicates: (as §i02) 5.0% max
(FLTM AK 112-01)
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Total Borates: (as B203) 2.0 - 4.5%

(FLTM AK 111-01)

Caustic Soda: (as KOH) 12.5 - 24.0%
(FLTM AK 107-01)

Surfactants and/or Wetting Agents: 2.5 min

(FLTM AK 116-01)

All Other
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