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SCOPE: This standard covers non-flammable, liquid paint remove
consisting of organic solvents, activators, and rust preventatives.

APPLICATION: This material is generally used at room temperature as a
heavy duty paint stripper inside paint lines and other closed systems.
Its water-like consistency enables it to be recirculated through paint
lines and systems to effectively clean heavy paint buildup. This
material is to be used as received. NOTE: This material is not to be
used as a direct substitute for M-5B244-A, but should be used only in

areas where a heavy buildup has occurred and cannot be stripped using
conventional materials.

REQUIREMENTS:

pH: 2-3.5
(ASTM E-70)

Test Procedure: Using a 1 ml volumetric pipet, transfer one ml of
product into a clean 100 ml volumetric flask. Fill the flask to the
mark with distilled water. Shake this mixture thoroughly. Transfer
the liquid into a clean 250 ml beaker. Be sure to rinse all
insoluble material residue into the beaker. Swirl the beaker and

contents vigorously again. Perform pH determination as per ASTM
E-70.

SPECIFIC GRAVITY: at 20C 1.17 min
ASTM D 268

APPEARANCE: Water White, Clear
Free of Suspended Matter

TOTAL ACIDITY CALCULATED AS ACETIC ACID, % BY WEIGHT: 2.5 min

Test Procedure: Prepare test solution as outlined in Section 3-1.
Insert a small teflon stirring bar into the flask and gently
agitate using a magnetic stir plate. add four drops of fresh
bromthymol blue indicator. The solution should appear yellow. From

a buret, dispense a quantity of 0.05 NaOH into the flask, drop by
drop until the solution turns blue.

FLASH POINT:

(ASTM D 92) As Received, None thru Boiling
Cleveland Open Cup
After 35% Evaporation, 54.4C min
Cleveland Open Cup

(ASTM D 56) As Received, None
Tag Closed Cup
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3.6 RUST INHIBITION: No vapor or liquid phase rust and/or pitting
permitted. :

Light staining in the liquid and vapor phase is allowed.

Test Method: Bend a 3" x 5" (7.7 em x 12.1 em) polished steel panel
(SAE 1020) into an "L" shape (long ways) and immerse for 7 days at
room temperature in paint stripper. Stand panel in a suitably sized
cap type quart glass container. Add solution to immerse panel 2.5
in (6.4 cm). Close the container tightly.

3.7 LABORATORY EVALUATION: Laboratory techniques using paint supplied
by plant operations shall be used to evaluate paint stripper
effectiveness. Also, various paint system components shall be
exposed to the paint stripper to insure that no deleterious
reaction will occur. Written test results shall be provided by the
.vendor. This requirement shall be met before a shop trial of the
formulation may be authorized.

4. STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
Manufacturing Standard MBX are herewith made a part of this Standard:
€1, P1, P2, P3, R1, R2.

"~ 5. GENERAL INFORMATION:

5.1 COMPOSITION: Material exhibiting the following composition has
performed satisfactorily in service.

(D

Methylene Chloride . . . . . . 78-82
Methyl Ethyl Ketone . . . . . . 6.5-7.0
Coupling Agents and . . . . . . 11-15.5
Rust Inhibitors
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