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Manutacturing Standards
Ford Motor Company M B

M-5B283A(B)

CLEANER - HEAVY DOTY - MILL FLOOR

1. SCOPFE: Theuterialdefinedbythis standard is a heavy duty liquid alkaline
cleaner,

2. APPLICATION: This material is used to remove oil, grease, grime and grit from
mill flcors. '

ASTM D

Total Alkalinity as Na0 340=5.0%
Free Caustic as NaOH 4,0-6.0%
Surfactants and/or Wetting Agents 8.0-8.5%
Total Volatiles 87.0% max
Vater 88.0% max

3.2 g (As Received): 11.5-14.0
ASTM D 1 72

3.3 Surface Temsion (1% Solutien): ' 32.0 dynes/ca max
ASTM D 1331

3.+ Odor: Not Objectionable

3.9 Performance: When used as rscommended, the material shail effectively
Temove oil, grease, and other soils from concrete floors. The material shall
exhibit non-slip characteristics directly after application.

3.6 __ Supplier's Responsibility: A1l materials supplied to this standard must
be equivalent in all characteristics to the material upon which approval was
originally granted, and shall be suitable for the intended application. Changes
in composition shall not be made without approval of Manufacturing Engineering
and Systems Office, Mapufacturing Staff.

3.7 _ Identification:  Materials supplied to this standard shall be idemtified
with the ™"-mmber printed on the side as well as the top of the containers in
letters at least 2" (50 mm) high in a contrasting color to that of the container.
Container mariing shall be in accordance with Manufacturing Stardard ZF-10 and
conform to all Federal, State, and Local container contents labeling regulations
_which are in effect both in the area of shipment and use.

L, APPROVAL OF NEW SUPPLIERS: Materials sulmitted by new marmufacturers to this
standard must have Industrial Hygiene, Exvirommental Engineering, Laboratory and
Sbop Trial approvals. Suppliers are required to complete and sutmit the Material
Health and Safety Data Sheet (Form 1291) and the Envirormental Data Sheet (Form
68-100) prior to Shop Trial.
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Recommendations for the addition of new manufacturers to the Manufacturing
Approved Source List (ASL) must be made in writing to the responsible Manufacturing
Staff 0ffice by the appropriate divisional standards activity in accordance with
Marufacturing Procedure IIdl.

S. ENVIRONMENTAL CONTROL: Use of any material approved to this standard must
comply with the guidelinss as established in the envirommental review of the
material as they appear in the Materials and Toxicology (MATS) system.
6. EEALTH AND SAFETY: Use of any material approved to this standard must comply
With the guidelines given under the Toxicological (TOX) review of the material as
indicated in the MATS system.

- Danger! (Causes burms.

Domtgetineyaaoronsﬁnprclothing.

For eye contact, immediately flush eyes with water for 15 minutes
and get medical attentiom.

For skin contact, flusk with large amounts of water.
Remove contaminsted clothing. Wash before reuse.

(Precautionary label required on containers.)
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