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1. SCOPE: The material described by chis standard is a water soluble
alkaline, low temperature liquid cleaning concentrace.

2. CAPPLICATION: This material is generally used in production process
spray washers to clean and corrosion inhibit both ferrous and nonferrous

parts. Coucentration levels of 1% maximum should not be exceeded when
¢leaning nonferrous parts.

3.  REQUIREMENTS:

3.1 pH: (1% Solution at 75 F(24 C)) 10 - 11
(ASTM D 1172)

3.2 SUP;FACE TENSION: (1% Solution at 75 F(24C)) 70 dynes/cm max
(ASTM D 133D

3.3 VOLATILES %: (24 HRS at 220 F (104 ©) 75.0 max

3.4 PER.E‘ORHANCE:v When diluted with wacer to form a 2% solution and

used cold, the material shall remove common shop soils and loose
particulate matter. The matarial shall impart a thin transparenc
rust inhibicing film which shall not interfere with measurement of
eritical dimensions. The undisturbed residual film shall prevent .
rust for a period of sixty days when treated parts are stored
inside the plant. Parts so treated and stored shall be suitable for
assembly processing without subsequent cleaning. The foregoing
performance to be verified by shop trial.

4.  STANDARD PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standard MBX are herewith made a part of this standard:
€1, ¢3, P1, P2, P3, R1, R2. '
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5.  GENERAL INFORMATION:.

5.1 CHEMICAL COMPOSITION: (% BY WEIGHT) Material exhibiting the
following chemical composition has performed satisfactorily in
service:

Alkalinicy as K2 0 (Total) 5.0-8.0
Phosphates as P2 05 8.0 max
Residuals: Carbonates as C 02 1.0 max
Silicates as Si 02 1.0 max

Borates 1.0 max

Nitrites 1.0 max

Sulfates 1.0 max

- ©  Chlorides. 1.0 max
Surfactants and Wetting Agents 5.0 max
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