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CLEANER - ALKALINE
1. SCOPE: The material defined by this standard is a2 mild alkaline cleaner.

2. APPLICATION: This material is generally used as a metal clezner in auto-
matic spray-type cleaning and phosphating systems.

3. FEQUIREMENTS:

3.1 Chemical Composition (Typical)

(ASTM D 800)

Sodium hydroxide

Sodium tripolyphosphate

Sodium metasgilicate

Sodium carbomate

Surfactants and wetting agents
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Moisture

3.2 pE (1% Solutiom at 75°F) 2u°¢C
{ASTM D 1172)
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Surface Tension (1% Solution
at F by :
ASTM D 1331)

3.4 Physical Form: The material shall be supplied as 2 {ree-flowing dry
powder of uniform particle size.

3.5 _Solubility: The material shall be readily soluble in water at room
temperature.

3.6 Odor: The material shall have no objectionzble odor in the dry form
- or in water solution.

3.7 TFoaming: The material shall exhibit low-foaming characteristies <o
allow its use in conventional spray-type washers and ceatrifugal washers
at the recommended concentrations when tested as outlimed iz ASTM D 1173.

3.8 Performsnce: When used as recommended, the materizl shall satisfactcrily
clean the surface on metal parts as specified for ESB«M3Pl-i Zngineering
Performance Standard.

3.9 Suppliers Respongibility: All materizls supplied to =his Stapndard must
be equivalent in all characteristics to the material uponr which approval was
originally granted and shall be suitable for the intended zpplicaticm. Changes
in composition shall not be made without approval of the Mamufacturing Engi-
neering & Systems 0ffice, Manufacturing Staff.
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3,10 Jdentification: Materials supplied to this Standard shall be identified
with the M pumber printed onm the side as well as the top of the containers

jn letters at least (50 mm) high in a conmtrasting color to that of the
container. Container marking shall be in accordance with Mamufacturing
Standard ZF-10 and conform to all Federal, State and local comtainer contents
labeling regulations which are in effect both in the area of shipment and use.

b, APPROVAI, OF NEW SUPPLIERS: Materials submitted by new mamufacturers to this
Standard must have Industrial Hygiene, Facility Envirommental Zngineering, Laboratory
and Shop Trial approval. Suppliers are required to complete and submit the Material
Health and Safety Data Sheet, Form 1291, and Mandatory Reporting of Critical Materials
Form 68-100, prior to shop trial.

Approval may be granted by the Division Standards Activity for Divisional use on
the basis of these reports. New manufacturers so approved will be added to the
Divisional Mspufacturing Standards approved source list.

g AL CONTROL: TUse of any material approved to this Standard mist
comply with the guidelines as established in the environmental review of the
material as they appear in the Materidls and Toxicology (MATS) System.

& EEALTH AND SAFETY: Use of any material approved tc this standard must
comply with the guidelines given under the Toxicological (TOX) review of the
material as indicated in the MATS system.
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