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1. SCOPE: The material described by this Standard is an acid type powderad
cleaner suitable for use .in spray washers as a combination metal
cleaning and iron phosphate coating.

2.  APPLICATION: This material was originally released for the removal of

oils and carbonaceous smut from ferrous parts prior te dry-draw coating
operations.

3. REQUIREMENTS:

3.1 PH (1% SOLUTION AT 77 F) (25 C): . 4.0 - 6.0
(ASTM D 1172)

3.2 SURFACE TENSION (1% SOLUTION AT 77 F) (25 C): 34 dynmes/cm max
(ASTM D 1331)

3.3 PERFORMANCE:

3.3.1 CLEANING EFFICACY: When used as recommended (See Par 5.2) in

power spray washers, the material shall effectively clean
parts for proper application of dry-draw compound {required zo
minimize die scoring on subsequent reducing operations) as
verified by shop trial.

3.3.2 RUST PROTECTION: The material shall be capable of protecting
parts from rust for a minimum of 10 days under normal in-plant
storage conditions. '

4.  STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
MBX are herewith made a part of this Standard: Cl, Pl, P2, P3, R1, RZ.

5. GENERAL INFORMATION: -

5.1 CHEMICAL COMPOSITION: Material exhibiting the following

composition has performed satisfactorily in service.

Total Aecidity as Phosphoric Acid 19.0 - 22.0s%

Phosphates as P205 26.0 - 29.0%

Sulfates as S04 29.0 - 32.0%

Surfactants and Wecting Agents 3.2 - 5.0%

Total Volatiles 5.0% max
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5.2 The material should be used in power spray washers at a 1.0 - 2.0

oz/gal and at solution temperatures between 160 and 200 F.

5.3 MAINTAINING PROPER SOLUTION: Test the pH of the water wash solution
and add this material as required to maintain a pH of 4-6.
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