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WAX STRIPPER AND DEGREASER -- HEAVY DUTY, NON-AMMONIATED
1. SCOPE: The material defined by this standard is a non-ammoniated heavy duty liquid wax
stripper, especially designed for use in extremely difficult wax stripping applications.
2. APPLICATION: The material, diluted with hot water, (1 part wax stripper to 8 parts hot

water) is generally used in mop and bucket operations to effectively remove wax buildup on

all types of floors. It can also be used as a cleaner for especially rugged stripping, degreasing
and heavy industrial cleaning,

3. REQUIREMENTS

3.1 Composition (% by Wt.)
—%_XT-ASTM D 300

Total Alkalinity as Kzo 3.0 - 3.5%
Phosphates at on 5 1.0% min
Silicates as SiO . 0.5% max
Surfactants andZSequestrants 20.0% min
Solvents 6.0% min
Total Volatiles : 80.0% max
Water 75.0% max

3.2 Appearance Clear Liquid

3.3 Odor Not Objectionable

3.4 Specific Gravity @ 160 C 1.02

(ASTM D 891)
3.5 bH (1% solution @ 240 C A 10.6 max

ASTM D 1172)

3.6 Surface Tension (1% Solution @ 240 C 36.0 Dynes/cm. max
ASTM D 133!)

- 3.7 Performance: When used as recommended, the material shall effectively remove wax

buildups and other soils from all types of surfaces. The material shall then be
capable of being rinsed thoroughly with plain water without leaving a film of any
kind.

3.8 Supplier Responsibility: All materials supplied to this standard must be equivalent in
all characteristics to the material upon which approval was granted, and shall be
suitable for the intended application. Changes in composition shall not be made
without approval of the responsible staff office in accordance with Manufacturing

Procedure IId1.
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3.9 Identification: Materials supplied to this Standard shall be identified with the "M"
number printed on the side as well as the top of the container in letters at least 2"
(50 mm) high in a contrasting color to that of the container. Container marking shall
be in accordance with Manufacturing Standard ZF-10 and conform to all Federal,
State and local container contents labeling regulations which are in effect both in the
area of shipment and use.

4 APPROVAL OF NEW SUPPLIERS: Materials submitted by new manufacturers to this
Standard must have Industrial Hygiene, Environmental Engineering, Laboratory and Shop Trial
approvals. Suppliers are required to complete and submit the Material Health and Safety
Data Sheet and the Environmental Data Sheet (Form 1291A) prior to Shop Trial.
prior to shop trial.

. 5. - ENVIRONMENTAL CONTROL: Use of any material approved to this Standard must comply
with the guidelines as established in the environmental review of the material, as they appear
in the Materials and Toxicology (MATS) System. -

6. HEALTH AND SAFETY: Use of any material approved to this standard must comply with the
guidelines given under the Toxicological (TOX) review of the material as indicated in the
MATS system.

- Caution: Avoid skin contact.
- Do not get in eyes. In case of eye contact, wash immediately with copious amounts of
water, For skin contact, wash with soap and water after handling.
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