' Manufacturing Standards
Automotive Assembly Division M B

. SLEANER AND RUST REMOVER - ALKALINE TYPE M-SB301A(F)

1., SCOPE: The material defined by this standard 1s a chelated caustic potash
base material for cleaning interior of peint lines.

2. APPLICATION: This matarial is generally used to remove paint deposits and
surface rust from the intarior of paint cireulating system lines.

3. REUTRRGETS:

2.1 _Composition (% by weight):
(AS™ D 800 anrd Emission Spectrographic Analysis)

Potassium Hydroxide (KCH) 8.510
Sodium Gluconate (Volumetric Determination of Gluconate 1=2
by Pariodic Oxidation, Technical Bulletin No. 33, Pfizer
Chems. Div.)
Solvents None
Water (AS™M E 203) 88 max
| 3.2 Form: Liquid
, +3 Odoxr: Non-objectionable
| 3:4 Flash Point P (%): Nons
(AS™ D 56)

N as recaived): ' 14 min
ASIM E 70

3.6 Cleaning and Dispersing Properties: This material must be able to
1ift and remove scale and rust onder mormal conditions.

| 3.7 Compatibility: This material shall containm mo ingredients deletarious
to the painting process.

228 _Foaming: The cleaner will axhibit low-foaming characteristics during
use to sn extent that will not hinder its use with excess foam. Matarial mmst
Pass foam requirement per FLM BTi-1.

3.9 _Rinsabdlitw: m: material must be free rinsing and leave no objection-
able deposits in the paint lines.

3:10 Supnliers Responsibility: All materiils supplisd to this Standard
Bust be equivalent in all characteristics to the material upen which
approval was originally granted and shall be suitable for the intended
application. Changes in compositiorn shall not be zade without approval of
the Plant Engineering 0ffice, Manufacturing Staf?. -

3.11 _Tdentification: Materials supplied to this Standard shall be identifed
with the M-number printed on the side as well as the top of the containers in

letters at least 2" high in a contrasting color toc that of the comtainer. '
Container mariing shall be in accordance with Magufacturing Standard ZF-10 and

conform to all federal, state, and local container contenmts labeling regulations
which are in effect bcfthint;:o area gul
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AFPROVAL OF SUFPLIERS: Materigls submitted by new manufacturers to this

Standard must have Industrial Hygiene, Facility Environmental Engineering, Laborato
and Shep Trial spprovals. Supplicramreqniredtocouplotoandmbndt"chomuriz
Health and Safety Data Sheet, form 1291, and the Environmental Data Sheet, form

68-100, px'lor to shop trial,

Approval may be granted by the division Standards activity for divisional use on the
basis oit these reports. Nev manufacturers so approved will be added to the Approved
Source List.

3. ENVIRONMENTAL CONTROL: Suppliers are required to report to the plants using the
material, a completed form 68-100, "Environmental Data Sheet.” In addition, suppliers
will comply with any other national, state, territorial or other political subdivision
r'qu.iga-nt for the disclosure of material composition.

| 6. _EEALTH HAZARD PRECAUTIONS: Danger - causes burns in the as-received, undiluted
condition. Therefors perscnnel handling this material should wear the £ wing
protective clothing ﬁclud:l.ng chemical goggles, faceahield and gloves “h.gl‘lc splashing
ney occur. This material may cause skin sensitization, thus contact should be avoided
even in dilute concentrations. :

In the event of skin contact, wash affected area thoroughly with water. Clothing
contaminated with the material should immediately be changed.

In the event of eye comtact, flush eye with water for at least 15 minutes kolding the
eyelid open to insure complete irrigation, followed by immediate nedicgl attention.

7. _GENFRAL TNFORMATION:
Z.1_Storage of Compound: Do not store in temperatures below 50°F (10°C).
2.2 _Specific Gravity st 60OF (15.6%C): 1.09

7.3 Usage Concentration: As Received.

Z:4 Corrosion: Aluminum, zinc, brass, bronze, and copper are all readlily
| attacked by soclutions containing this material.
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