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1. SCOPE: The material defined by this Standard is a concentrated,
water-based non-solvent cleaner that can be used to remove the process
and shop soils prior to cleaning and phosphating. This material must be
compatible with the organic acid rust removing compounds used on wipe
decks and cleaners used in the phosphate machine.

2. APPLICATION: This material is to be used in the pre-cleaning area on
body-in-white units just prior to entering the phosphate machine. It can
be automatically applied with a misting harness or wiped onto the umit.
Automatic application may precede or follow the door opening wipe
operation. This application supplements the hand wipe pre-cleaning. This
material is also used in any automatic car wash system located on the
pre-clean dack.

3. REQUIREMENTS:

3.1 SPECIFIC GRAVITY: 1.01 +/- 0.006
(ASTM E 891)
3.2 pH: 10.1 +/- 0.1
(ASTM E 70)
3.3 - FLASH POINT: O F (C.0.C.) None
(ASTM D 36)
3.4 COMPATIBILITY WITH PHOSPHATE: The material shall not produce any

residue that interferes with the subsequent phosphating operation
and shall not increase foaming characteristics of the first stage
cleaner, as verified by shop trial.

3.5 PERFORMANCE REQUIREMENTS: These materials shall be capable of
' removing all sealers, drawing compounds and other soils prior to
cleaning and phosphating. When the cleaner is used in the
phosphating process it shall not inhibit the resultant coatings

ability to meet the requirement of engineering specification
ESB-M3P1-A,

4. STANDARD PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standard MBX are herewith made a part of this standard:
Cl, P1, P2, P3, R1, R2.
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S.  GENERAL INFORMATION:
5.1 One part of cleaner may be diluted with up to 1.5 parts of water.

5.2 Heavy deposits should be removed with a brush or putty knife before
cleaner application.

5.3 The cleaner may gradually accumulate greasé and soil. Discard when
contamination interferes with cleaning.

5.4 CHEMICAL COMPOSITION: Materials exhibiting the following chemistry
have been shown to perform satisfactorily in service:
Chlorinated Hydrocarbons None - ‘
Aromatic Hydrocarbons ) Max 3% by weight
Non-ionic Emulsifiers 5.5% +/- 0.6% by weight
(ASTM D 800)
Aliphatic Hydrocarbons None
Phosphate as P205 1.58 +/- 0.2
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