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m ALKALINE SPRAY AMBIENT TEMPERATURE M=SB32LA(E)

SCOPE: The material defined by this standard is a powdered alkaline cleaner
that 18 used in spray washers at temperatures from 70°F. (21.1C) to 140°F (60.0°%).

AFPLICATION: This material is used to clean aluminum pistons prior to tin

plating and can be used on cast iron or steel parts at concentrations from
% to 2 oz. per gallom (3.75-15.0 g/l).

3.1 Chemical Mosi:ion: % Wt..

Total Alkalinity as Na0 42= 462
(FLTM AK 106-1) '
Borates as B20s . 102 min
(FLTH AK 1lll-1)

Carbonates as COjz 242 min

(FLTM AK 110-1) '

Surfactants and Wetting Agents 52 min
(FLT™M AK 116-1) .

All other constitutes including nitrites
silicates, sulfates, chlorides, phosphates,
and apmonium compounds shall be less than
0.1% wt individually and in combination not
to exceed 1.02 (FLTM AK 118-1).

3.2 pH 12 Solution @ 24°C (75°F) 11.0 max
ASTM E 70

3.3 Surface Tension 1Z Solution @ 24°C ’ 35.0 max
(74°F) dynes/cm

3.4 Non=Volatile Matter I Wt. 852 min

(10g, 24h 8 220°F), (104°c) Zorced air oven

3.5 Infrared Analysis: Pord Motor Company, at its option, may conduct infra=- '

Ted analysis of material/parts supplied to this specification. The curves
established for initial approval shall comstitute the reference standard
and shall be kept on file ac Central Laboratory. All samples skall
produce curves that correspond to the reference standard when tested
under the same conditions as those specified on the master curves.

3.6 Supplier's Respomsibility: All materials supplied to this standard muat

Pe equivalent in all characteristics to the material upon which approval
was originally granted, and shall be suitable for the intended application.
Changes in composition shall not be made without approval of Manufacturiug
Engineering and Systems Office, Manufacturing Staff.

3.7 Identificaticn: Materials supplied to this standard shall bde identified

with the "M'-number printed on the side as well as the top of the
containers in letters at least 2" (50 mm) high in a comtrasting color
that of the container. Container marking shall be in accordance with
Manufacturing Standard ZE-10 and conform to all Federal, State, and
Local container contents labelling regulatioms which are in effect both
in the area of shipment and use. .
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4, Approval of New Suppliers: Materials submitted by new manufacturers to this
standard must have industrial Bygiene, Environmental Engineering, Laboratory and
Shop Trial approvals. Suppliers are required to complete and submit the Material
Health and Safety Data Sheet (Form 1291) and the Eavironmental Data Sheet (Form

68=100) prior to Shop Irial.

Recosmendations for the addition of new manufacturers to the Manufacturing
Approved Source List (ASL) must be made in writing to the responsible
Manufacturing Staff Office by the appropriate divisional standards activity in
accordance with Manufacturing Procedure IIdl.

S. Environmental Control: Use of any material approved to this standard must comply
. with the guidelines as established in the environmental review of the material as
they appear in the Materials and Toxicology (MATS) system.

6. Health and Safecy: Use of any material approved to this standard must comply
with the guidelines given under the Toxicological (TOX) review of the material as
indicated in the MATS system. )

(B PROCESS MATERIAL Pt in U S0
M-5B32(E)
Page 2 of 2 May, 1985

9009160 0052519 418 MM Documents

Copyright by the F:)fd Motor Company

Fri Aug 26 23:25:53 2016
Full document details: FORD M5B324-A 1985


http://www.avadocuments.com/doc/ford-m5b324-a-1985
http://www.avadocuments.com/doc/ford-m5b324-a-1985

