Manufacturing Standards
Body and Assembly Operations

1. SCOPE:
material,

2. APPLICATION:

CLEANER - SEALER DECK

M-5B336A(F)

-The material defined by this standard is a non-chlorinated, water base

This material is used to clean metal decks and concrete floors

in automotive sealer application areas. The product is used as received.

3. REQUIREMENTS:

3.1

Ohysical Form:

3'2

Jdor:

3.3

3.4

oH, 1% Solution at 23.5°C
ASTH

Surface Tension, 1% Solution, Dynes/cm:

3.5

(ASTM 0 2331)

Chemical Comnosition, % Sy Wt:

Free Caustic Soda (NaOH) or
Caustic 2otash (X0H)
(FLT™™ aK 107-1)

Phosphates as ©50g
(FLT™ AK 199-1}"

Silicates as Si0,
(FL™ aK 112-1) ~

" Nitrites as NO
. (FLTM AX 103-2

Chelating Agent as ENTA
Disodium Salt
(ASTM D 1767)

Sulfates as S9
(FLTM AK 114-1

Sulfactants and Wetting Agents
(FL™ aK 115-1)

Solvant {31ycol Etner Type)
{#igh Performance Liquid
Chromatography, HPLC, Vendor
to Supply Reference Solvent)

Liquid
Not unpleasant

12 max

50 max

None Permitted
1-2
0.2 min

2.0 min

1.3-2.5
1.7 min
2.1 min

17 min
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3.5 Chemical Composition - Continued

Water Content 32.0 max
(AST™™ E 203, XFR)

Total Alkalinity as Na,0 0.5 min
(FLTM AK 106-1) -

3.6 Non-Yolatile Matter: % by wt. 5.0 min
[FLTM &K 105-1, rorced Air Jven)

3.7 Laboratory Svaluation: Laboratory tests using actual sealers provided by
the ovant shall he used to evaluate the effectiveness of the cleaner,

Apply a 1/32" {0.8 mm) of sealer to & £"x3"x1" (152mm x 2Q3mm x 25mm) block of
unsealed cement. Let the sealer dry for 24 hours. Apply a ready to use
‘solution of the cleaner to the test slab of cement and let stand for 5
minutes. The sealer snhould be softened and capable of heing removed easily

by rubbing with a paper towel and rinsing with tap water.

Snak a 1/8"x6"x8" (0.8mm x 152mm x 203mm) piece of steel in a 10C mL beaker
containing 25 mL of cleaner for 24 nours. The cleaner #i11 have no adverse
effect on the steel such as corrdsion, pitting or staining.

Written test results shall Se provided by the vendor. This requiremen? shall

se met before a slant trial of the formulation can hé authorized. —

3.8 Supnlier's Responsinility: All materials suoplied to this standard must
Ne equivalent to all characteristics to the matarial ypon which aoproval was
originally granted and shall Se suyitable for the intended application.
<hanges in composition shall not he nade without aoproval of the responsible
Sstaff Jffice in accordance with Manufacturing Procedure 11d1.

3.3 ldentification: Matarials supolied to this standard shall ne identified
with the T number printed on the side as well as the top of the containers
in latters at lest 1" (50 mm) high in a contrasting color to that of the
container. Container marking shall Ye in accordance witht Manufacturing
standard ZF-1) and conform to all Federal, State and Local container conteasls
labeling regulations which are in effect doth in the araa of shipment and use.

4. APPROVAL OF NEW SUPPLIERS: Matesrials submitted Dy new manufacturers to this
standard nust have Regulatory Clearance, Ladoratory and Shop Trial aporovals.
Supolisrs are required to complete and submit the 4atarial Healtn, Safety and
favironmeatal Data Sheet (Form 12014) orior to Shoo Trial.

mecommendations for the addition of new manufacturers to the Hanufacturing
Approved Source iList (ASL) must be mad2 in writing to the resoonsisle Staff Jffice
py the appropriate divisional standards activity in accordance with itanufacturing
Prycedure 114dl.

5. ENVIONMENTAL COMTR0L: Use of any matarial aporoved to this standard -nust
Comply with the guidelines as estadlisned in the enviraamental review of Tthe
matarial as they appear in the Yaterials and Toxicology System (MATS).
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