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M-5B362A

FLOOR SOAP - 500/1 LIQUID CONCENTRATE, PHOSPHATE FREE

I. SCOPE: The material defined by this standard is a concentrated heavy duty liquid floor
cleaner.

2. APPLICATION: This material, when used in automatic floor scrubbing machines.at a 500/1
: dilution ratid, will effectively remove oil, grease and other floor soils.

It is recommended that the material be made available only from General Stores. A full

1/2 gallen (1.9 L) container should be issued only upon return of a comparable emprty
container.

3. REQUIREMENTS:
3.1  Compesition, % Weight:

Free Caustic Soda (NaOH)
or Caustic Potash (KOH) (FLTM AK107-1) None

Total Alkaiinity as K20 (FLTM AK106-1) 0.5 min

Phosphates as P20s (FLTM AK109-1) None

Carbonates as CO3 (FLTM AK110-1) 1.5 max

Silicates as Si02 v (FLTM AK112-1) Nene

Surfacrants and/or

Werting Agents (FLTM AK!116-1) 25.0 min

Water (ASTM D 1123) (ASTM D 1123) 64 max
3.2 Nen-Voiatiles, % Waight: (FLTM AK105-1) 36 min
3.3 Appearanca: Clear liquid free of

undissoived or foreign marter.

3.4  Specific Gravity at 1J.69C: 1.01 min

(ASTM D 89D o

3.5  oH (1% Solution bv weight at 260C)k 12 nax
RSTV D 1172 le—A—__

3.6  Surface Tension (1% solution
by weight at 259C, dvnes/cm: 32.9 max

3.7 Insolubie Matter, As Received,
% by Weight: 0.3 max
Test Ecuipment: Vacuum filtering apparatus. Buckner funnel and a Whatman No. 5
fiiter paper.
Test Procedures: Dry the filter caper at [580F (700C) for 30 minutes in 2 gravicy

convecton oven, cool for 3 minutes in a dessicator, and weight to the nezrsst 3.0 mg.
With the vacuum on, secure preweighted filter paper in funne! with 10 cc of distilled

water.
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Weigh the 250 cc graduated cylinder, add-200 cc of cleaner reweigh. The difference is
the cleaner weight. Pour the weighed cleaner into the Buchne funnel.

Rinse the cylinder with 25 cc of distilled water and transfer the rinsings to the funnel.
Wash funnel sides with an addidonal 25 cc ou'distilled water. Dry the filter for | hour
at 1580F (700C) in a gravity convection oven, cool for 3 minutes in dessicator, and
weigh 10 the nearest 0.1 mg. Subtract filter paper weight from total insolubles/paper
weight to determine weight of insoluble matter. Divide weight of insoluble matter by
the weight of 200 cc of cleaner to % by weight of insolubles.

3.8 Flammabilitv: Must not flash when flame is
(ASTM D 92) applied up to and inciuding

- boiling point.

3.9  Smbilitv Characteristics:
3.9.] Heat: ‘ No separation or layering.

Test Method: 50 mL of cleaner is placed in a 50 mL graduated cylinder which is
stoppered. Place cylinder in [300F (820C) water bath to0 50 mL mark. Check fluic
condition after 6 hours.

3.9.2 Cold: Must return to normal appearance with no separation or layering.

Test Method: Powr 50 mL cleaner ina 50 mL graduate cylinder which is stoppereq,
and cooi to OOF (-130C). After | hour, remove and allow cieaner to return 0 room
temperature. After 5 inversions of the cylinders, examine cleaner for homogeneizy.

3.10 Infrared Analvsis: Ford Motor Company, at its option, mav conducs infrared analvsis
of material/parts supplied to this specification. The curves established for inidal
approval shall constitute the reference Standard and shall >e kept on file 3t Centrzi
Laboratory. All samples shall produce curves that corresponded w™ the reference
Standard when tested under the same conditions as those specified on the master
curve.

3.11 Suoplier Responsibilitv: All materials supplied to this standard must be aquivalent in
all characreristics to the material upon which approval was originally granted and shall
be suitable for the inmtended application. Changes in compesition shall not be made
without approval of the responsible Staff Office in accordance with Manufacturing
Procadure I1di.

3.12 [dentification: Materiais supplied to this Standard shall e identified with <
M-Number printed on the side as well as the top of the containers in letters at least 2"
(50 mm) high in a contrasting color to that of the container. Container marking shall
be in accordance with Manufactures’ ZF-10 and conform to all Federal, State, and
Local container contents labeling regulations which are in effect both in the ares of
shipment and use.

M-3B362-A MAINTENANCE MATERIAL Corporate Qwlity X Engrs. Sev.
Page 20of 3 CHEMICALS June 1987
M 5009160 0052697 199 MM Documents

Copyright by the Ford Motor Corﬁ[;éhy
Fri Aug 26 23,2609 2016


http://www.avadocuments.com/doc/ford-m5b362-a-1987
http://www.avadocuments.com/doc/ford-m5b362-a-1987

