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1. SCOPE: The matasrial defined by this standard is a liquid alkaline spray
clearner intended for use in both ferrous and aluminum parts.

2. APPLICATION: This material is used in process washers at concentrations of

2.0 - 3.0% and ambient temperatures and is intended to provide indoor,
in-process protection. :

The residual protective film on the parts so processed must have no
adverse effect on finish gauging operations.

3. REQUIREMENTS:

3.1 PERFORMANCE: The material when employed at appropriate concentration,
temperatures and time of treatment, must leave part surfaces clean
and inhibit corrosion for normally experienced in-process, indoor
storage, as demonstrated by shop trial.

3.2 SPECIFIC GRAVITY 15.6/15.6 C 1.12 - 1.1
(ASTM D 891 Method A)

3.3 pH, 1% SOLUTION: 10.0 max
(ASTM E 70) A ' :

3.4 SURFACE TENSION - Dynes/cam: 60- 65
(ASTM D 1331)

4. STANDARD PARAGRAPHS: The following standard paragraphs, as defined in
Manufacturing Standard MBX, are herewith made a part of this standard:
A3, A7, Cl, C3,.P1, P2, P3, R1l, R2.

5.  GENERAL INFORMATION: Material exhibiting the following chemistry has
been shown to perform satisfactorily in service:
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5.1 CHEMICAL GOMPOSITION: - (% by weight)

Total Alkalinity as Na 2 0 | _ 4.5 min
Borates as B 2 0 3 ' - | 7.0 min
Carbonates as CO 2 ) 1.0 min
Surfactants and Wetting Agents 6.0 min
Non-Volatiles 4 18.0 min
Water - -82.0 max
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