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1. SCOPE: The materials defined by this standard is a liquid alkaline

cleaner used in washers at ambient temperatures.

2. APPLICATION: This material was originally released for the cleaning of
aluminum pistons prior to tin plating.

M5B404A - Spray Cleaner
MS5B404B - Immersion Cleaner

3. REQUIREMENTS:

3.1 PERFORMANCE: The material when dissolved in tap water and employed
for precleaning of aluminum pistons at appropriate concentration,
temperatures and time, shall leave the surfaces treated, clean and
in condition to support the subsequent process, as demonstrated by

shop trial.
3.2 Shall be os such a composition that meets all requirements described
in this specification . The material or material system must be in

a form that lends itself to ease of application. It must either be
in a ready-to-use or readily mixed form. Any mixing agents should

either be part of the system or be readily available, commercial
items.

3.3 Must do an efficient cleaning job in removing normally encountered
dirt, soil, oil, grease, and most commonly encountered stains with
minimum time and effort.

3.4 Must not have any detrimental effect on the applied materials or
affect their function in any adverse way.

3.5 Must be safe to apply and must meet all federal, state, and local
regulations. The material must be formulated to minimize employee
health hazards due to toxic or otherwise injurious ingredients.

3.6 Should not excessively wet the applied materials and should dry in a
minimum amount of time.

3.7 After application, the cleaning material shall not leave any residue
or cause streaking or any other objectionable condition detrimental
to the applied material or customer contact.

3.8 No objectionable odor either during or after application.
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3.9 Must be capable of storage without any detrimental effect for an

extended period of time. Supplier shall furnish all necessary
information on types of material required for packaging and on the
storage life of the material in each of the product packages
supplied. For any particular size package or container for the
product, the supplier shall furnish information on safe storage
practice and recommendations as to maximum and minimum ambient
temperatures and direct sun load conditions at which the product may
be stored without any adverse effect. If the package is considered
unsafe for storage in an automotive vehicle, the package shall be
labeled accordingly and the safe storage conditions specified. For
all aerosol containers, the supplier shall furnish all pertinent
information on pressures and propellants and any precautions
involved in storing, handling, and use.

3.10 The amount required to clean carious surfaces should be a minimum
quantity for efficient usage and should have a minimum waste factor.
Estimated amounts of cleaning material required for various
applications should be furnished,

3.11 Specific chemical and physical properties are not specified herein,
but a Quality Control Supplement will be issued to cover each
approved material. The selected approved source shall furnish
appropriate chemical and physical properties along with the
production tolerance limits that apply to the material(s) upon which
approval was given. The agreed upon values and limits will be
issued to Quality Control by the affected office. These values will
then be used by Quality Control for ongoing quality verifications.
The Quality Control Supplement is an integral requirement of this
specification. If more than one source supplies material to this
specification, a Quality Control Supplement will be issued for each
specific approved material.

4. STANDARDS PARAGRAPHS: The following standard paragraphs, as defined in
Manufacturing Standards, MXX, are herewith made a part of this standard:
Al, A2, A6, A7, A8, A9, P1, P2, and S1.
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