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1. SCOPE: The material defined by this standard is an emulsifiable rust
preventive compound. This compound, when properly diluted with water,
shall clean lightly soiled parts at room temperature.

2.  APPLICATION: This macerial is generally used to clean and protect

ferrous and non-ferrous parts prior to gaging, or assembly operations,
where the presence of a light oil film is desired.

3.  REQUIREMENTS:

3.1 pH: 2% Solution at 77 F (25 C) 10 max
{ASTM E 70)

3.2 SURFACE TENSION: 2% Solution at 77 F (25 C) 35 dynes/cm max
(ASTM D 1331)

3.3 SPECIFIC GRAVITY: at 60/60 F (15/15 C) 0.85 - 0.95
(ASTM 1298)

3.4 FLASH POINT: 320 F (160 C) min
(ASTM D 92)

3.5 FIRE POINT:. - 360 F (182 C) min

3.6 CORROSION RESISTING PROPERTIES: . No visually perceived corrosion

of greater severicy than that
exhibited by the approved
material(s).

Test Method: The corrosion resisting properties are tasted on a
comparative basis as follows:

A panel of clean cold rolled steel is iimersed in a 2% solucion of
the material to be tested and allowed to remain for 30 seconds.
Remove from the solution and allow to dry. Place in a humidizv
cabinet maintained at 98 +/- 2% relacive humidity and 100 +/- 2 F
(37.8 +/- 0.5 C) for 24 hours. Include a panel similarly prepared
with the prior approved solution.

3.7 EMULSIFIABILITY: )
~(FLTM BT 1-1, except use a 2% solution) Must pass
3.8 FOAMING: .
(FLTM BT 1-1)

After 5 minuctes stirring, as in 3.7, the foam shall not exceed l/4
(6mm) inch and shall completely subside within 10 minutes standing.
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3.9

CLEANING PROPERTIES: Must deliver adequacy of performance as
realized by shop trial.

4. STANDARD PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standard MBX are herewith made a part of this standard: A2,
A5, a7, 1, P1, P2, P3, R1l, R2.

5. GENERAL INFORMATION:

5.1

5.2
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CHEMICAL COMPOSITION: Material of the following chemical
composition has performed satisfactorily in service:

Emulsifying and Coupling Agents 4.5% min
Saponifiable Mactcter 8% max
Volatile Solvents ' 15% max
Sulphur ' 2% max
Chlorine 0.5% max
Wacer 2.0% max

HANDLING: Use impervious gloves and chemical goggles when handling
this material in other than normal shipping container(s). May be
irritating to skin and eyes. Avoid prolonged or repeated skin -
contact. for eye contacc, flush eyes 15 minutes with water and get
medical attention. Wash thoroughly after handling. See Industrial
Hygiene Bulletin No. 3, "Petroleum Product" for further informacion.
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