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1. SCOPE: The material defined by this Standard is a general purpose
emulsion cleaner. .

2.  APPLICATION: This material is used as a general purpose cleaner,
leaving a slight oil film, on ferrous and nonferrous parts.

3.  REQUIREMENTS:

3.1 CHEMICAL COMPOSITION: AS RECEIVED CONCENTRATE
Coupling Agent (Soaps and/or Sulfonates) 7% min
Nonvolatile 212 F (100 C) 50% max
Volatile Solvent 50% min
Sulphur 3% max
Chlorine 0.2% max
Water 2.0% max

3.2 pH: OF 2% SOLUTION AT 77F (25C) 10 max

' (ASTM E 70D

3.3 SURFACE TENSION: OF 2% SOLUTION AT 77F (25C) 35 Dynes/cm max
(ASTM D 1331)

3.4 SPECIFIC GRAVITY: AT 60/60 F (15/15 C) 0.8 to 0.9
(ASTM D 1298) ’

3.5 FLASH POINT: 175 F (79.4 C) min
(ASTM D 92)

3.6 FIRE POINT: ] ) 185 F (85.0 €) min
(ASTM D 92)

3.7 CORROSION RESISTING PROPERTIES: ) _No rust.

Test method: The corrosion resisting properties are tested on a
comparative basis as follows: A panel of clean cold-rolled steel is
immersed in a 2% solution of the material to be tested and allowed
to remain for 30 seconds. Remove from the solution and allow to

dry. Place in humidity cabinet maintained at 98 +/- 2% relative
humidity and 100 +/- 2 F (212 +/- 2 C) for 24 hours. Include a
panel similarly prepared with previously approved material for
comparative evaluation.

3.8 EMULSIFIABILITY: Must pass test.
(FLTM BT 1-1,except use a 2% solution.)

3.9 . FOAMING: After 5 minutes stirring as in 3.8, the foam shall not
exceed 1/2-inch (13 mm) and shall subside to less than 1/4-inch
(6.4 mm) within 10 minutes standing.
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4. STANDARD PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standards MBX, are herewith made a part of this standard:
A2, A5, A7, C1, P1l, P2, P3, Rl, R2.
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