FORD MANUFACTURING STANDARDS

M5B654 FLOOR CLEANER - POWDERED MSB65A
DECEMBER 1991 _ Page 1

1. SCOPE: The material desired under this standard is a powdered floor
cleaner.

2.  APPLICATION: This material is used for cleaning greasy, dirty floors in
operating facilities by manual methods.

3. REQUIREMENTS :

3.1 CLEANING EFFECTIVENESS: The material when used at nominal
concentrations from 0.5 to 5 ounces (l4 to 141 g) per gallon (3.8L)
of water ambient to 150 F (66 C) shall remove oil, grease and dirt
from floors without leaving any objectionable film or residue. Also,
the floor condition shall be non-slippery. The foregoing to be
verified by shop trial.

3.2 ODOR: Mild, non-objectionable

3.3 pH: (1% solution by weight) at 25 ¢ 12.0 max

3.4 SURFACE TENSION: (13 Solution) 32.0 dynes/cm max.
(AST™M D 1331)

3.6 SOLUBILITY: . 100%

Test Method: Prepare 100 ml of a 5% solution by weight of water and
sample. Stir magnetically for a period of 5 minutes. Then filter
through a clean medium porosity preweighed fritted glass filter
under vacuum and weight. Test solutions at 25 C and 65 C.

1.7 STEVE ANALYSIS: s Retained on #16 U.S. Sieves: 1 max (ASTM C 92,
Condition sample for 24 hours in a 3.5 inch (8.9 cm) wide mouth
Mason jar prior to testing. Keep jar open and half full.

4. STANDARD PARAGRAPHS: ‘The following standard paragraphs as defined in
Manufacturing Standard MBX, are herewith made a part of this standard:
Cl, P1, P2, P3, R1, R2.

5. GENERAL INFORMATION:

5.1 The following chemical composition has been shown to perform satis-

factorily in service:

CHEMICAL COMPOSITION: % DRY WEIGHT

Total Caustic Soda as NaOH (FLTM AK107-1) None
Total Caustic Potash as KOH (FLTM AK107-1) None
Total Carbonates as CO2 (FLTM AK110-1) 15 max
Total Silicates Si0Q2 (FLTM AK112-1) 4-8
Total Phosphates as P205 - (FLTM AKR109-1) 5-8

Surfactants and/or Wetting
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Agents (FLTM AK1ll6-1)
Solvents (FLTM AK117-1)
Total Borates as B203 (FLTM AK111l-1)
Volatiles (FLTM AK105-1)
(10 sample, 24 hours at 104 C,forced air oven)
Total Alkalinity as Na20 (FLTM AK106-1)
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