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1. SCOPE: The material desired under this Standard is a synthetic liquid
detergent maintenance cleaner,

2. APPLICATION: This material was originally released for removing soil
from painted surfaces, ceilings, walls and floors, with a cloth, mop,
brush, or mechanical scrubbing equipment.

3. REQUIREMENTS:

3.1 DETERGENT: The detergent shall be organic, nonionie, and low
foaming. The detergent shall not contain abrasives or fatty acids,
and shall not be irritating to the skin.

3.2 TOTAL DETERGENT SOLIDS: 30.0% min
(ASTM E 70)

3.3 pH VALUE: 1% Solution at 77 F (25 ©) nin 6.5 max 9.2
(Test Method ASTM E 70)

3.4 SURFACE TENSION: 1% Solutiom 35 dynes/sq cm max
(ASTM D 1331)

3.5 RINSING PROPERTIES:

The material shall be free rinsing when tested as follows:

3.5.1 TEST MATERIALS:
Synthetic hard water shall be made in the following manner:
0.264 gram/liter calcium chléride (CaCl2.2H20)
0.295 grém/liter magnesium sulfate (MgS04.7H20)

Dissolve the hard water salts in a small portion of distilled
water, the solution transferred quantitatively to a liter
volumetric flask, and the flask filled to volume.

3.5.2 TEST PROCEDURE: Dissolve 2.0 ml of the detergent in 98 ml of
synthetic hard water at room temperature (25 + 2 C) in a clean
250 ml Erlemmeyer flask. Stopper the flask and shake
vigorously for 1 minute. Pour out the solution. Rinse the
flask by the same procedure, using three 75 ml portions of
synthetic hard water alonme. Invert the flask and allow to dry,
and examine for any residue not rinsed from the interior. The
flask shall contain no more residue after being dried than a
similar flask allowed to dry after rinsing with hard water
alone.
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4. STANDARD PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standard MBX, are herewith made a part of this standard:
A5, C1, P1, P2, P3, R1l, R2.
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