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NON-PRODUCTION MATERIAL SPECIFICATION

Material Name Specification Number

PAINT - HIGH HIDING, LOW ODOR, WHITE, M5J109-A
EGGSHELL FINISH-SPRAY APPLICATION

1. SCOPE

The material desired under this standard is a durable super high hiding, high quality, low odor alkyd
resin, fume proof, fast dry eggshell finish coat.

2. APPLICATION

This material is used to paint interior plant ceilings with a one-coat low odor fast dry white eggshell
finish on existing and newly erected structural steel facilities and miscellaneous iron. This paint shall
be formulated to be applied by both standard air spray and airless spray equipment. When applied by
airless spray equipment, the paint shall pass through a .0015 nozzle. It should not be necessary to
reduce this paint under normal climatic conditions, however if reducing is necessary, use a Varnish
Makers and Paointer's Low Odor Petroleum Naphtha.

3. REQUIREMENTS

3.1 COLOR
(FLTM BI 9-1)

The color shall be white eggshell with the following nominal tristimulus values
X =85.75
Y = 90.58
Z =9385

3.2 REFLECTANCE 90.58
(ASTM E 97)

The luminous directional reflectance shall not differ from the master paint standard by more
than plus or minus 1.3 %.

3.3 GLOSS
(FLTM BI 10-1)

60° deg. Meter 15 +/-3
85° deg. Meter 32 +/-3

3.4 NONVOLATILE

(FLTM BI 2-1)
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NON-PRODUCTION MATERIAL SPECIFICATION M5J109-A

3.5

3.6

3.7

3.8

3.9

3.10

3.1

3.12

VEHICLE

The vehicle shall be medium length alkyd resin with suitable hydrocarbon solvents.
SOLVENT

The mineral spirits used in manufacturing this paint shall be low ordor.

PIGMENT

The pigment shall consist of a minimum of 1.7 Ibs. (0.77 kg) of titanium dioxide per gallon of
paint.

VISCOSITY (27 °C) 80 +/- 5 KU
(ASTM D 562)

DRY HIDING POWER

3.9.1 Contrast Ratio
FLTM BI 1-2, except that the
film thickness shall not be over

0.0025 in. (0.064 mm).

Complete hiding shall be obtained with a film thickness of not over 0.0030 in.
(0.076 mm).

3.9.2 Visual
FLTM BI 1-3, except that the paint
shall be reduced to 30 seconds with
Odorless Type VM and P Naptha.

Complete hiding shall be obtained with a film thickness of not over 0.0030 in.
(0.076 mm).

ADHESION
(Federal Specification Test Method 617.1, Knife Test)

The coating shall not flake from the panel.

NON-YELLOWING

The material shall not exhibit any yellowing characteristics five years after application.
SHELF STABILITY

There shall be no hard settling, skinning, or jelling after aging a closed one-half full pint can for
30 days at room temperature.
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