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1. SCOPE: The material desired under this standard is a water based
acrylic coating that falls dry in 3 meters. Fallout can be swept up for

easy clean-up of work area.

2. APPLICATION: For use where a high hide, high light reflectance white
coating is needed for interior ceilings, walls and structural steel of

warehouses and production facilities.

3. REQUIREMENTS:

3.1 PHYSICAL REQUIREMENTS:
3.1.1 WEIGHT SOLIDS:
(FLTM BI 102-01)
3.1.2 VOLUME SOLIDS:
(ASTM D2697)
3.1.3 WEIGHT/VOLUME:
(ASTM D1475)
3.1.4 VOC:
(ASTM D3960)
3.1.5 GLOSS:
(FLTM BI 110-01)
3.1.6 LIGHT REFLECTANCE:
3.1.7 SPREADING RATE:
3.2 PERFORMANCE REQUIREMENTS:
3.2.1 DRY FALLOUT:
3.2.2 FREEZE-THAW RESISTANCE:
(ASTM D2243)
3.2.3 HUMIDITY RESISTANCE:

(ASTM D2247, 38 C, 200 hrs)
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Blister
Rust

(ASTM D714)
(ASTM D610)
Creepage (ASTM D1654)

Flat - 61% +/- 2%
Semi-Gloss - 53% +/- 2%

Flat - 42% +/- 2%
Semi-Gloss - 40% +/- 2%

Flat - 1.45 +/- 0.02 kg/L
Semi-Gloss - 1.26 +/- 0,02 kg/L

Flat - 58 g/L
Semi-Gloss - 64 g/L

Flat 0-5 units @ 60 deg
Semi-Gloss 15-25 units @ 60 deg

Minimum 80 %
5.4 - 5.5 m2/L at 0.18 mm wet;

0.08 mm dry
(theoretical, no loss)

3 m ninimum @ 25 C & 50% RH

3 cycles

Minimum Rating
8
8
8
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3.2.4 ADHESION:

(ASTM D3359, Method B)

Minimum 4B Rating on Galvanized and Cold Rolled Steel.

4. STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
Manufacturing Standard W-MXX are herewith made a part of this Standard:
P1, P2

W 5009150 0052707 964 B Documents
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