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1. SCOPE: The material desired under this standard is a silicone resin
waterproofing solution.

2.  APPLICATION: This material is used 4s a water repellent in treating
masonry structures to waterproof them without discoloring.

3. REQUIREMENTS: 4.0 - 4.5%
3.1 - SOLIDS: (Ford Laboratory Test Method BI Z-1)

3.2 WEIGHT: 1b/gallon ' 7.05 min
3.3 WATER ABSORPTION: 2.0% maximum

Test Method: Coat all sides of a masonry block with the test
material. Test blocks should be carefully inspected and measured.
Use a 1/3 size brick (3-3/4 x 2-1/2 x 2-3/4) in (9.52 % 6.35 x
6.98) cm. Weigh before coating to insure no variation in density
from block to block. Cement blocks made from a mixture of one bag
of Portland cement and three bags of Ottawa sand are suggested for
this use. Such block can be made with relatively constant density.
The blocks should be weighed on a gram balance to secure the
original dry weight.

Apply the waterproof coating by dipping the sample blocks into the
liquid for three seconds, remove and allow to air dry for 48 hours.

After drying, weigh the block and then immerse in water for 24 hours
at room temperature. Remove, wipe free of surface moisture and
weigh. Calculate according to the following formula:

The water absorption A, exXpresses as a percentage the relationship
of the weight of water absorbed to the weight of the dry specimen
and shall be calculated as follows.

w-D
A~ x 100
D
W = Wet Weight
D = Dry Weight .
3.4 PERFORMANCE REQUIREMENTS: There shall be no more absorption of i

water and no greater deterioration of the surface than evidenced by
the standard in 10 cycles of the following test.

Test Method: Prepare a test block as outlined in 3.3 test method.
Apply the material to the block by spraying a single coat as
received at 10 lbs of air line pressure with a suction cup.
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After coating allow to air dry for 24 hours. Immerse the block in
water at 24 +/- 1 C for four hours. Remove, wipe free of surface
moisture, weigh.

Insert the block in a refrigerator at - 18 C for 16 hours.

4, STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
Manufacturing Standard MJX are herewith made a part of this Standard:
Cc1i, Pl1, P2, P3, Rl, R2.
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