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1. SCOPE: The material desired under this standard is a durable high
hiding, high quality, alkyd resin, high gloss finish, air dry enamel.

2.  APPLICATION: This material is used to paint the exterior surfaces of
Company fleet highway vehicles.
3. - REQUIREMENTS:

3.1 COLOR:
(FLTM Bl 9-2)

The color shall be eggshell white with the following tristimulus
values +/- 5%.

X= 46.90
Y= 47.89
Z = 45.21
3.2 REFLECTANCE:
(ASTM E97)

The luminous directional reflectance shall not differ from the
master paint standard by more than plus or minus 1.3%.

3.3 GLOSS: (60 deg. Gloss Meter) 90 min
3.4 NONVOLATILE: 46.0% Min
(FLTM Bl 2-1)
3.5 VEHICLE: The fixed vehicle and the hydrocarbons shall be selected

and balanced by the individual suppliers in such a manner that their
Products meet all the requirements of this Standard.

3.6 PIGMENT: The pigment shall be balanced and blended so that the
finished enamel will match or master panel in color, luster and
stability.

3.7 VISCOSITY: (80 F) 62-70 KU

’ (ASTM D 562)
3.8 HIDING: The enamel shall hide at a minimum film thickness of 0.0015

in. (0.038 mm) when applied by spraying and reduced 5-1 with Xylol,
M-14J245, as verified by shop trial.

3.9 WATER IMPERMEABILITY: Panels shall show no whitening or blistering
immediately on removal from 18 hours immersion in distilled water at
22 +/- 3 C. After 4 hours recover  period, it shall show adhesion,
hardness, and appearance equal to the original. (FLTM Bl 41)
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3.10 FLEXIBILITY: Panels shall show no fracture of the paint film when
bent rapidly through 180 degrees of arc over a 3/8 inch (3.15 mm)
diameter rod at 25 C, 50% relative humidity.

3.11 RESISTANCE TO IMPACT: Panels shall resist an impact (show no
breaks) at 12 inch-pounds. (FLTM Bl 8-1)

3.12 SALT SPRAY RESISTANCE: 72 Hours min
(FLT™M Bl 3-1)

3.13 SHELF STABILITY: There shall be no hard settling, skimming, or

: .Jellying after aging a closed one-half fiill pint can for ten days at
room temperature.

3.14 DRYING: The material shall dry tack-free in one hour after
application.” The paint film drying for 12 hours shall be hard
enough to permit normal handling without damage to the paint film.

3.15 APPLICATION CHARACTERISTICS: This paint shall show good hiding,
satisfactory flow and spray characteristics, with no sagging when
applied with spray equipment, as verified by shop trial.

4. STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in

Manufacturing Standard MJX are herewith made a part of this Standard:
P1l, P2, P3, R1, R2.
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