@ NON-PRODUCTION MATERIAL SPECIFICATION

Material Name

SODA ASH - NATURAL

1. SCOPE:

Specification Number

M98B51-A (V)

The material desired under this Standard is a technical grade of

natural sodium carbonate commonly described as soda ash.

2. APPLICATION: This material is used in the manufacture of glass.
3. REQUIREMENTS:
3.1 QUALITY SYSTEM REQUIREMENTS

Material suppliers and part producers must conform to Quality
System Requirements, QS-9000. Material specification requirements
are to be used for initial qualification of materials. A Control
Plan for ongoing production verification is required. This plan
must be reviewed and approved by the relevant Ford Materials
activity and/or Ford Supplier Technical Assistance (STA) prior to
production parts submission. Appropriate statistical tools must

be used to analyze process/product data and assure consistent
processing of the materials.

Part producers using this material in their products, must use
Ford approved materials and must conform to a process control plan

which has been approved by STA and/or the relevant Materials
Activity.

ADDITIONAL REQUIREMENTS

The seller must submit, to the Quality Department of the using
plant, a complete chemical analysis and a complete screen analysis
of each lot at the time of loading. This information will be
required prior to unloading and must be in a form satisfactory to

the using plant. A Certificate of Conformance will be acceptable
for emergency Truck Shipments.

3.5 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in

all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed
changes and obtain the written approval of the Materials
Engineering activity. Test data, test samples and a new code
identification are to be submitted with the request.
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Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. . The regulations are
defined in Engineering Materials Specification WSS-M99P9999-Al1.

3.4 COMPOSITION

The chemical composition (dry basis) of the material shall conform
to the following: (ASTM E 359)

Na2Co03 99.5 % min
NaCl 0.05% max
Na2504 0.20% max
Fe203 0.0015% max
Water Insoluble 0.02% max

The material supplied to this Standard shall not contain any free
metal. Iron, copper, aluminum, and nickel or nickel bearing
stainless steels are particularly detrimental.

No refractory heavy minerals (i.e., zircon, corundum, etc.) larger
than 40 mesh may be present.

3.5 DENSITY (ASTM D501 Sections 30 & 31)

Granular Soda Ash
(929 - 1089 kg/m3)

3.6 SIEVE ANALYSIS: (ASTM C 429)

The material shall be clean and free from foreign matter and
conform to the following:

U.S. Sieve No.

On 20 1.5% max
Thru 20 On 30 6% max
Thru 30 On 100 75% min
Cumulative Thru 100 18% max
Thru 200 On Pan 3% max

All screens listed above must be used in stack for test.
4. APPROVAL, OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
qualified and authorized representative of the test facility,
demonstrating full compliance with all the requirements of this
gspecification (test results, not nominal values), the material
designation and code number, and test specimens for Ford evaluation.
Ford's engineering approval of a material will be based on its
performance to this specification and on an assessment of suitability for
intended processes and/or applications. Upon approval, the material will
be added to the Engineering Material Approved Source List.
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