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1. SCOPE: The material desired under this Standard is a raw dolomite.

2.  APPLICATION: This material is generalfy used in the manufacture of
glass.

3.  REQUIREMENTS:

3.1 CHEMICAL COMPOSITION (COMPUTED ON DRIED SAMPLE) :

CaCo3 53 - 558% Ca0 - 29.8 - 30.9%
MgCo3 44 - 46% MgOo - 21.1 - 22.0%
sio2 1.00% max
Al1203 0.20% max
Fe203 0.10% max

3.2 Acid Insoluble Residue:

3.2a Residue insoluble in Hydrochloric Acid 1.20% max
+40 Mesh Acid Insoluble Residue No minerals exceeding
50% A1203, Zr02, or Cr203

3.2b Organic Matter +/- 0.10% max variance

Test Method: Obtain a representative sample of approximately 10 grams.
Place the accurately weighed dry sample in a 400cc beaker. add
concentrated .HCl slowly until effervescence stops. Add a small
excess. Boil for 2 to 5 minutes. Filter the insoluble matter
through a weighed high temperature Gooch crucible. Wash well with
hot water. Dry at 110 deg C for one hour, cool one hour in
desiccator, reweigh. Calculate percent acid insolubles. Ignite
weighed crucible plus insolubles at 900 deg C for 15 minutes, cool
in desiccator, weigh. Calculate percent organic matter from the
loss in weight. Screen the remaining acid insoluble residue
through a 40 mesh screen. Examine the +40 mesh fraction petro-
graphically.
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3.3 Screen Analysis:
(ASTM-C429)
U.S. Screen No. M98G20A(V) M98G20B(V) M98G20C(V) M98G20D(V)
Cumulative on 10 Mesh - - - 4% max
Cumulative on 16 Mesh 1.0% max 2.5% max - 85% max
Cumulative on 20 Mesh 15¢ max 20% max - -
Cumulative on 30 Mesh 35% max 50% max 5% max 85% min
Cumulative thru 30 Mesh - - - 15% max
Thru 30 on 100 Mesh S0% min 35% min 15¢ min -
Cumulative thru 100 Mesh 20% max - 15% max - 3% max
Thru 100 on 140 Mesh 0 - 10% - Record -
Cumulative thru 140 Mesh - - 55% max -
Thru 140 on 200 Mesh 0 - 6% - Record -
Thru 200 on Pan 0 - 4% 0 - 4% 25% max -

4. Standard Paragraphs: The following standard

Manufacturing STandard MGX are herewith made

€cl, P1, P2, P3, R1, R2

paragraphs as defined in
a part of this Standard:
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