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M-98GL34 (V)
SODIUM NITRATE *

SCOPE: The material defined by this Standard is an industrial grade

sodium nitrate, also called soda niter.

APPLICATION: This material is used as an oxidizing agent to stabilize

the color in production of body-colored glass.

REQUIREMENTS:

3.1 Chemical (om dry sample)

(By any generally accep:ed;tesc method familiar to the
analyzing laboratory.) :

NaND3..covnnernccitianaranacannnens.98.00Z min
NaND2.oeererenrnteeencneananoncsnnsss0.052 max
R 1 R U B-'s; S
N22S04.ueiencrennananenn. ceeeerecaan .0.45% max
Other impurities total................0.50% max
Moisture @ 130°C........c000vvenveee..0.10Z max

3.2 Particle Size Distribution
——————— D & C_UoSLTL0ULLIOTD
(ASTM C 429)
U.S. Sieve No. ]
Retained on 83.-..0-....-,.......---2°zm

Thru 8 om 20 . itiiiiiienetenanenees50% min
Thru 20 on 100...iiieennccnencecssese502 max
Thru 100 on Pan.....;...,..,....oe.... 3$,ma:

3.3 _Supplier's Responsibility: All materials supplied to this stan~

dard must be equivalent in all characteristics to the material upon

- which approval was originally granted, and shall be suitable for the

intended application. Changes in composition shall not be made
vithout approval of Manufacturing Engineering and Systems Office,
Engineering and Manufacturing Staff. . )

3.4 ldentificacion: Materials supplied to this standard shall be
identified with the "M -number printed on the side as well as the top
of the containers in letters at lease 2" (50 mm) high in a contrasting
color to that of the container. Container marking shall be in accor-
dance with Manufacturing Standard ZF-10 and conform to all Federal,
State, and Local container contents labeling regulations which are in
effect both in the area of shipment and use.

APPROVAL OF NEW SUPPLIERS: Materials submitted by new manufacturers

to this standard must have Industrial Hygiene, Envirommental
Engineering, Laboratory and Shop Trial approvals. Suppliers are
required to complete and submit the Material Health, Safety and
Eoviroomental Data Sheet (rcrm 1291A) prior tu Shop Trial.
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Recommendations for the addition of new manufacturers to the
Manufacturing Approved Source List (ASL) must be made im writinmg to
the responsible Staff Office by the appropriate divisional standards
activity in accordance with Manufacturing Procedure IIdl.

' ENIROMMENTAL CONTROL: Use of any material approved to this standard

must comply with the guidelines as established in the envirommental
review of the material as they appear in the Materials and Toxicology
System (MATS).

HEALTH AND SAFETY: Use of any material approved to this sundard
must comply with the guidelines given under the Toxicological (TOX)
review of the material as indicated in the HATS system. °
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