@ NON-PRODUCTION MATERTIAL SPECIFICATION

Material Name Specification Number
SPRAY BOOTH WATER COMPOUND - FIVE TYPES M99B133-C
1. SCOPE: The materials desired under this standard are paint spray booth

water compounds.

2. APPLICATION: These materials are used in the water of water curtain type
paint spray booths to "kill" and float the paint overspray by reacting
with the paint wvehicle.

3. REQUIREMENTS :

3.1 COMPOSITION: Subject to the limitations 1listed below, each
compound shall contain suitable caustic and/or alkaline materials
plus a sufficient amount of wetting and water conditioning agents
to 1insure a complete and smooth water wall. The balance of the
components are left to the discretion of the supplier, except that
all components other than solvents shall be completely soluble in
water at room temperature.

Caustic Soda None added
Sodium Carbonate % max
Chlorides & Sulfates None
Water Soluble Salts,
Wetting Agents, Defoamers, etc. Balance
PH (1% Solution) 7.0 min
3.2 PERFORMANCE : The compound when used at the proper concentration

must completely kill the paint wvehicle and float the residue to
permit skimming off. (Killed paint will not adhere to the palm of
the hand when squeezed into a ball.) The compound shall condition
the water so that overspray will not adhere to the flood sheet or
plug the nozzles or passages of the water circulating system. The
compound shall not cause foaming to an extent which would
interfere with production, and shall not give off objectionable or
toxic fumes.

3.3 CONTAINER IDENTIFICATION: Each container shall have printed on
the side, as well as on the top, the M-number in letters at least
2" (50.80 mm) high 1in a contrasting color to that of the
container.

3.4 SUPPLIER'S RESPONSIBILITY: All materials supplied to this

Standard must be equivalent in all characteristics to the material
upon which approval was originally granted and shall be suitable
for the intended application. No change shall not be made without
approval of the Plant Engineering Office, Manufacturing Staff.
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4. APPROVAL OF NEW SUPPLIERS: Materials submitted by new manufacturers to
this Standards must have Industrial Hygiene, Environmental Engineering,
Laboratory and Shop Trial approvals. Suppliers are required to complete
and submit the Material Health and Safety Data Sheet, Form 1291, the
Mandatory Reporting of Critical Materials, Form 68-100, Prior to shop
trial.

Recommendations for the addition of new manufacturers to the
Manufacturing Approved Source List (ASL) listing must be made in writing
to the responsible Manufacturing Staff office by the appropriate
Divisional Standards activity in accordance with Manufacturing Procedure
IId1l.

5. ENVIRONMENTAL CONTROL: Use of any material approved to this Standard
must comply with the guidelines as established in the environmental
review of the material, as they appear in the Materials and Toxicology
(MATS) System.

6. GENERAL INFORMATION: Caution should be exercised to avoid contact of the
concentrated cleaner with skin or eyes. Rubber gloves and acid goggles
should be provided employees while preparing solutions.

Pacc 2 of 2

Documents
Copyright by the Ford Motor Company Document Sharing Hub

Fri Aug 26 23:44:12 2016
Full document details: FORD M99B133-C 1983


http://www.avadocuments.com/doc/ford-m99b133-c-1983
http://www.avadocuments.com/doc/ford-m99b133-c-1983

