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1. SCOPE: The material desired under this standard is a purge material in
granular form.

2. APPLICATION: This material is generally used to purge paint spray
booths. It is recommended for use with M99B136A water wash compound, or

for use separately to purge a system. This material may also be used to
purge industrial washers.

3. REQUIREMENTS:

3.1 pH VALUE: (1% Solution at 77F)(25C) 12.0 min
(Test Method ASTM E 70)
3.2 SURFACE TENSION: (1% Solution) 45-50 dymes/cm
(AS™ D 1331)
3.3 PERFORMANCE: When used as a paint spray booth purging material in

conjunction with M99BL36A water wash solurion and added bi-monthly

at a ratio of 1/2 ounce per gallem (3.745 g/L), this material shall
cleanse all water wash feed lines.

When used to initially purge paint spray booths during downtime,

this material shall effectively remove paint buildup on the water
curtain, baffles, risers and headers, at a ratio of 4 ounces per

gallon (29.957 g/L) of water.

This material shall effectively purge industrial washers when used
at a ratio of 1 ounce per gallon (7.489 g/L).
The foregoing performante to be validated by shoptrial.
. 4. STANDARDS PARAGRAPHS: The following standard paragraphs as defined in
Manufacturing Standard MBX, are herewith made a part of this standard:
€l, P1, P2, P3, R1, R2.

5. GENERAL INFORMATION

5.1 The following chemical composition has been shown to perform satis-
factorily in service:

COMPOSITION:

Total alkalinity as Na20 60-68%
Hydroxides as NaOH 60-65%
Carbonates as C02 10-12%
Phosphates as P205 None
Silicates as $i02 None
Sulphates as S04 None
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Borates as B203 . None
Chlorides as Cl 0.5% max
Anti-Dusting Agent 8-10%
Sequestering Agent 2.5% max
Water Balance
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