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1. SCOPE: The material defined by this Standard is an emulsifiable solvent
purging material.

2. APPLICATION: The material, diluted with water, at 1 part concentrate to
200 parts water by volume shall effectively remove flammable vapors and
liquids from vessels and lines before repair, storage, or change in
materials. In addition, this material is designed to produce a
non-flammable mixture and remove oily deposits.

3. REQUIREMENTS :

3.1 Form Liquid Concentrate

3.2 Specific Gravity at 60 F (15.6 C) 1.3 min
(ASTM D 1298)

3.3 Flash Point None up to 540 F
(ASTM D 92) (264 C)

3.4 PH 1% Solutiom at 75 F (23.9 ©) 3.0 min
(ASTM D 1172)

3.5 - Surface Tension 1% Solutiom at 75 F (24' C) 35.0 dynes/cm max
(ASTM D 1331)

3.6 PERFORMANCE:

3.6.1 Flammabilicy Test: This material shall be used at a

concentracion of 1 part concentrate to 200 parts water by
volume. To 100 ml of the above mixture, add 1 ml of raw
gasoline. Stir mixture for 1 minute. Continue stirring and
check flammability of mixture: Material should not Support a
flame either in the liquid or vapor stage.

3.6.2 . Purge Test: To a ome quart steel container add 100 ml of raw
gasoline. Empty gasoline from container and rinse thoroughly
with water. Check container with explosion meter to assure ic
is potentially hazardous. Then fill can completely with
pre-mixed purger (1 part concentrate to 200 parts water) and
shake vigorously. Rinse can thoroughly with water and re-check
container with explosion meter. Meter must read in the
non-explosive zone after purging with the above marerial. Let
container stand for 24 hours and re-check wizh explosion meter
to determine a safe reading has been maintained.

4. STANDARD PARAGRAPHS: The following Standard Paragraphs as defined in
Manufacturing Standard MBX are herewith made a part of this Standard:
A5, C1, P1, P2, P3.
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S.  GENERAL INFORMATION:

5.1 Composition: Material exhibiting the following characteristics has
performed satisfactorily in service.
t By Weight
Volatiles - 24 hrs. at 220 F (1046.4 C) = <cceveccena-
Water 1.5 max
Other Volatiles (Orgamic Solwvent) 68.0 min
Non-Volatiles - Soaps, Emulsifiers .
Wetting Agents, etc. 24 .0 min
Recovered Saponifiables 3.0 @in
Non-Saponifiables : 3.0 min
5.2 This material is -generally used in 1/2% solution with water (1 parc

concentrate to 200 parts water by volume). This concentration may be
varied according to the severity of the task. Also, where proper
mixing is denied as is possible within some vessels, an air hose to
agitate the solution should suffice. Thorough rinsing with water
should follow any application.
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