Copyright by the Ford Motor Company

Fri Aug 26 23:45:00 2016

?" Manufacturing Standards
Automotive Assembly Division M B

SPRAY BCCTH CCATING - WATER BASE - TACKLY - CLZAR M=8531534(F)

1. SCOFE: The material define& by this standaré is a homogeneous, water
based, clear coating that .forms a non-drying (tacky) shiny coating.

N APPLICATION: This material is used as a removable, temporary protective
coating for spray booth door windows, light fixtures, stainless steel walls ard
othar surfaces where overspray accumnlation must be readily removec. This clear
coating is designed to maximize the trapping of dust, dirt and other airborme
detris, while not altering the appearance of the original substrate on wnich it

was applied. This material is used as received and is easily removed with cold
water. .

3. REQUIREMENTS :
LUM%&@M’
Water (ASTM E 203) KFR) 30 max
Balance (Per paragraph 3.2 and Polyols, thickemer, rust

Infrared Analysis) inhibitor and rinsing aid.

@w= 20 min
10g. sample, 24 hrs.

at 158 + 20F or 21.1 + 1°¢C)

3.3 o8 (AS Teceived): 3.0 = 9.5
(ASTM E 70)
.4 Speci tvy at 77°F (25°C): 1.06 min
3.5 Odop: Not oojectionadnle
3.6 Color: . | Clear water white

"3,7 Viscosi : . 107200 °
(Brookfield Model LIV, #. Spindle, 60 RPM, 77°F or 25 C)

F Point: Nene tg voiling roint
EASIM D 92) ‘ 2t 205°F (96°C)

3.9 Corrosion: " Yo rust or stain
Test Methoi: 2" 2 4" (5.1 cm. x10.2 cm.) polished test panels (preparsd

per FLIM BJ&-1l) of steel, aluminum and galvanized iron shall ve immersed
in the ase-received material for a period of 168 hours at 77°F (25°C)
Then ringe clean with water.

3.10 Film Characteristics:

Tegt Papel Pre tion: All test panels shall be 4" x 12" (10.2 em x 30.5
czng, 22 gauge degreased steel. Test panels shall age seventy=two (72)

hours cefcre testing. The as-received material shall be sp.ayed to a smectl,

wnitorm .003 imch (.008 em) film thickness in cme wet coat at 70°F = $O°F
(215¢ - 32°C). Spray equipment shall oce a pressure cup spray gun with a
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10 Film Characteristics: = cont'd
“0i2 imch (.107 cm) fluid tap usang 25 los. (11.34 kg.) Sluid pressure
and 50 psi- (8.9 kg/cm.) atomizing air pressure. Film sheall oe air dried
for three hours.
Owel ;teristice: There shall we 2o rundown after appli-
cation toc a vertical surface.
3,10.2 Appesrance: Clear, water white and wet f£ilm.
3,16.3 Flammapilitv: a coated &4 x 12+ (10.2 em. x 30.5 cm.) papel soall

be held in a vertical position and the narrow edge exposed, in still air
to the flame of a turning match. The £ilm shall not be ignited.

3,10.4 Removal Charscteristics: (After 5 days) 4 film prepared on a
steel panel as descrived in test procedwre shall be capable of bteirng
completely and easily removed oy cold water from a oare steel metas
panel, a metal panel coated to a .O0OL inch (.00254 cm.) thickmess with
MAJ119 primer.caked at 325°F (163°C) for 30 minutes acd a metal panel
coated to a OOL inmeh (.00254 cm.) tnickness with a M50J100 enamel baked
at 265°F (130°C) for 30 mimutes.

¥ i C taristics: (after 5 days) A film prepared c2
a steel panel and glass panel as described in test procedure shall
remain clear, water white, none-yellowing, non-flaking and tacky, and
be comnletely removable by cold water. :

11 ine Time at TI°F (25°C) Minutes: 9 max
(Report time for material to dry rum free after a
dip applicaticn.)

3,12 Storage Characterigticg: The material shall be sgable andcsna.l.l
an= yellow, jell or detariorate in normal storage (12.8°C - 32.2°C) 55°F -
90°F for 3 months. If product settles out or the product freezes, the
paterial must be capaole of being re-dispersed Cy stirring to produck a
uniform product. _ )

3,13 Solubility: Material must readily disperse in water.

. lugiong: This ﬁnternl shall contain no ingredients considered
deletericus to the painting process (such as silicome) or the water wasi
system (such as foam gemerating or stabilizing ingredients.)

3.15 Suppliers Responsibility: All materials supplied to this Standard
mist be equivaient in all characteristics 1o the material upon which approval
was originally granted and shalli e suitaple ror the intended applicationm.
Changes in composition shall not e made without approval of the Plant

Zngineering Evaluation and Standards repartment, Manufacturing Stall.
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