Manufacturing Standards ’
Plastics, Paint and Vinyl Division MB

M-99B1604 (G)
PAINT SPRAY BOOTH WATER WASH COMPOUND - LIQUID TYPE

1. SCOPE: The material defined by this standard is a non-foaming liquid type

paint killing compound.

2. APPLICATION: This material is used ro flocculate the
afloat in the water tank for easy remogval,
overspray applicaticns include primer and
3. REQUIREMENTS :

3.1 Chemical Composition:

3.1.1 RNen-volactile mattsr (by emission spectrographic analysis)

paint and keep it
mechanically or manually. Paint
top coat lacquer type paints.

Silicates as 510; 50=552
Alkalinity Naj0 0=0.5Z max
Ferric Oxide Fej03 1.02 max
" Alumiaum Oxide Al,0, 40-45%
Magnesium Oxide MgQ -, 0.5 max
Titanium Dioxide T10, 2.02 max
Potassiun Oxide K50 0.12 max
Calcium Oxide Cal 0.52 max
Organic Matter 0.12 max
3.1.2 Water Content 70.0% max
3.2 Specific Gravicy ac 15.6° C: 1.20-1.25 .
(ASTM D 891) . : .
3.3 "pH" (ASM E 70): 8.0-10.0

3.5 Performance: When used as recommended, this macerial shall float
90Z of the paint overspray and keep the pE value berween 8.0-10.0.

3.6 Supplier's Responsibiliry: All materfals supplied to this scandard
must be equivalent in all characteristics to the material upon which ap-
proval was originally granted and shall be suitable for the intended ap=
Plication. Changes in composition shall noc be made without approval of
the Plant Engineering Office, Manufacturing Staff.

3.7 TIdentificarion: Materials supplied to this standard shall be idemti-
fied with the "M"-number printed om the side as well as the top of the
containers in letters at least 2" (50 mm) high in a conmtrasting color to
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3.7 ldentification (come'd):
that of the container. Container marking shall be in accordance with Manu~-

facturing Standard ZF-10 and confora to all federal, State and local con-
tainer conteats labeling regulations which are in effect both in the area
of shipment and use.

4. APPROVAL OF NEW SUPPLIERS: Materials submitted by new manufacturers to
this standard must have Industrial Hygieme, Envirommental togineering, Labora=
tory and Shop Trial approvals. Suppliers are required to complete aod submit
the Material Health and Safety Data Sheet (Form 1291) and che Environmental Data
Sheet (Form 68-100) prior to shop trial.

Approval may be granted by the division Standards activity for divisional use on
the basis of these reports. New manufacturers so approved will be added to the
divisional Manufacturing Standards Approved Source List.

S. _ ENVIRONMENTAL CONTROL: Use of any material approved to this gstandard wsust
. comply with the guideliones established in the environmental review of the
material as they appear in the Materials and Toxicology (MATS) system.

6. HEALTH AND SAFETY:

Do not get in eyes or skin or clothing.

For eye contact, immediately flush eyes with water for 15 minutes aund get
medical attention. :

For skin contact, flush with large amounts of water.

Remove contaminated clothing. Wash before reuse.

7.  GENERAL INFORMATION:

—— T —— T —————————

TIype of Paint Systems

Primer M6J106BL1
M6J119A
Enamel M99J248A
M99J300A
Soewnans o0 .50
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