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PAINT SFRAY BOOTH M-99B1614(F)
BACK SECTION COATING

1. __SCOPE: The material defined by this standard is a liquid material that forms &
protactive barrier type coating. :

‘2, APPLICATTON: This material is generally spray applied undiluted to paint booth
sections. The product can also be used oz other paint booth components such as

exbaust ducts, stacks, sludge tank walls, ete., subject to paint overspray
accumulation. When used as reccmmended, this coating will provide corrosion pro-

tection to ferrous metal surfaces and facilitate the removal of paint build-up
by manual scrapiog, water pressure, etc. '

3. REQUIRRMENTS:

3.1 \zs_gecific Gravity at 15.69C: 0.8 min
ASTM D 891 :
.2 Perceant Non-Volatile Mattar Weight: 48 min
iZL bours at 1O§EC§

.3 Flagsh Point SCs
ASTM D 56

3.4 Jdater Washout On Non-Volatile Matter, % Loss: 3 max
ASTM D 1264, except run at ambient tamperature '
on non-volatile fraction obtained in 3.2) -

2.5 Film Charscteristics:

Test Panel Preparation: All test panels shall be 4 in. X 12 in. (10.2 em X
30.5 em), 22 gauge degreased steel. Test panels shall age 72 hours before
testing, The as-received material shall be sprayed to a smooth, umiform
.003 in. (.008 ca) £ilm thicimess in one wet coat of 70°F-S0°F (219¢-32°¢).
Spray equipment shall be a pressure cup spray gun with a .042 in. (.;O‘Z em)
fluid tip using 25 lbs. (11.3 kg) fluid pressure and 50 psi (3.5 kg/em?) -

atomizing air pressure. Film shall be air dried for three hours prior to
testing. .

26 min

3-5.1 Troweling Characterigtics: There shall te no rundown after
application to a vertical surface.

3.5.2 TFlammability: The coated test panel shill be.held in a
vertical position with the narrow edge exposed in still air %o
the flame of a burning match. The f£ilm shall not ignite.

2.0.3 Removal Characteristics: The £ilm on the coatad test panel
shall resist removal by tap water when held under a faucst.

3:5.4 Alkaline Resistance: The coated test panel shall be immersed
in a 5% by weight sodium hydroxide solution for 30 days at room
temperature. The film shall show no effects from the soaking.
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| 3.6 Set Time At 77°F gz%cz In Minntes: 10 mx.
] Dip & 1 in. X 2 in. (2.5 em X 5.1 cm) polished steel

panel (SAE 1020) in 200 ml of soluticn. Report time

fﬁ; ut%tg.stop running in a vertical positicn after |
3.7 Suppliers Responsibility: All materials supplied to this Standard must be
equivalent in all characteristics to the material upon which approval was
originally granted and shall be suitable for the intended application. Changes
in composition shall not be made without spproval of the Plant Engineering
0ffice, Manufacturing Staff.

3.8 Identification: Materials supplied to this Standard shall be identified
With the M-number printed on the side as well as the top of the containers in
Jetters at least 2" (50 mm) high in a contrasting color to that of the container.
Container marking shall be in accordance with Manufacturing Standard ZF-10 and
conforz to all federal, state, and local container contents labeling regulations
which sre in effect both in the area of shipment and use.

4. APPROVAL OF NEW SUPPLIERS: Materials submitted by new mamufacturers to this
Standard must have lndustrial Hygiene, Environmental Engineering, Laboratory and
Shop Trial approvals. Suppliers are required to complete and submit the Material
Health and Safety Data Sheet, form 1291, and the Enviroomental Data Sheet, form
68100, prior to shop trial. : )
Approval may be granted by the division Standards activity for divisional use on the
basis of these reports. New mamufacturers so approved will be added to the Approved
Source list.

5. [ENVIRONMENTAL CONTROL: Use of eny material spproved to this standard must comply
with the guidelines given under the Toxicological (70X) review of the material as
indicated in the MATS system.

6. HEALTE AND SAFETY:
Patroleun Product - Protective Measures:

Wear Impervious Gloves
Wear Safety Glasses :
Ventilation (Contact Ind. Hyg. For Specific Details)

Contains Petroleum Distillates - Precautions:

Warning - Combustible

May be irritating to skin and eyes

Keep from heat, sparks, or open flame

Use With Adequate Ventilation ‘

Do not get in eyes

ivoid prolong or respeated skin contact

For eye contact, flush eyes for 15 minutes with water and get medical attention

Wash thoroughly after handling
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