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1. SCOPE: The material desired under this Standard is a type of aggregate

known as emery aggregate.

2.  APPLICATION: This material shall be used where a smooth emery hard
surface, non-slip, non-porous and non-absorbent floor is required.

3.  REQUIREMENTS:

3.1

3.1.1
3.2

3.2.1

Haterial: The material shall be manufactured from the mineral
corundum (emery), a naturally occurring crystalline oxide of alumina

which will produce the characteristic, physical and chemical
properties listed herein.

Composition: Alumina (AL203) 35.0% minimum

Modulus of Rupture: 800 1bs/(360 Kg) min
(ASTM C 133)

Test Method: A mixture of 7 pounds (3kg) of aggregate,
3.51bs. (1.5 Kg) of Portland cement and 580 CC water is
required to make a shape 9" x 5.5 x 2.5" (3.6x 2.2 % lem)

when testing for modules of rupture as outlined in
ASTM C 133,

The mold is to be made of a non-absorbent material such as a
steel lined wood mold. The mold is to be covered with a glass

Plate and the sample left in the
before obtaining the modulus of

3.3 Cold Crushing Strength: 4000 psi (1,785 kG) min

(ASTM C 133)

3.3.1 Test Method: )
) Same as method outlined in 3.2.1

3.4 Screen Analysis % Retained:
(Ford Laboratory Test Method BW 1-1)
on 3/8" sieve 0 - 5
. No.4 " 20 - 40
" No.8 " 30 - 50
- No.16 " 10 - 20
- No.30 5 -15
thru No.30 - 35 -15

3.4.1 Aggregate Void Content 40% max
(ASTM 30)
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mold to cure for seven days

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ford-m99g23-a-1991
http://www.avadocuments.com/doc/ford-m99g23-a-1991

FORD MANUFACTURING STANDARDS

M99G23A HARD CONCRETE FLOOR AGGREGATE M99G23A
JANUARY, 1987 Page 2

4. STANDARD PARAGRAPH: The following Standard Paragraphs as defined in
Manufacturing Standard MGX are herewith made a part of this Standard:

Ci, P1, P2, P3, R1, R2.
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