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1. SCOPE: The materials defined by this standard are selected, absorbent,

washable cotton cloths.

M-99H19A - High Quality, White
M-99H19B - Good Quality, White and Pastel

2.  APPLICATION:

M-99H19A - High quality material shall be suitable for automobile
body finishing applications.

M-99H19B - Good quality material shall be suitable for gas-off and
window cleaning operations.

3. REQUIREMENTS :

3.1 QUALITY: The materials shall consist of new mill ends of absorbent
print cloths, twills, drills and lightweight sheetings. The fabrics
shall not have any holes, rips or seams, and no shipments shall

contain bed sheetings. There shall be no foreign material contained
in any of the cloths.

3.2 CLEANLINESS: The materials shall be thoroughly washed, sterilized
and dried at approximately 212 F (100 C) and shall contain no soap,
starch, filler, excessive amount of lint or undue raveling, as
determined by shop trial.

3.3 COLOR:

M-99H19A - White Only

M-99H19B - White and Pastel Shades of Fast Colors
3.4 SIZES:

M-99H19A - 30" x 36" (762 mm X 914 mm) +/- 10% on Any Side
M-99H19B - 24" x 30" (600 mm x 762 mm) +/- 10% on Any Side

3.5 WEIGHT: 5 oz/sq yd (186 g/m2) max - A bale shall weigh 100 Ibs
(ASTM D 3776) (43.4 kg) +/- 10%,
3.6 MOISTURE CONTENT AS RECEIVED: 7% max - If the moisture content

exceeds 7%, material shall be subject to rejection at the option
of the Ford Motor Company.

Test Method: Several pounds of material shall be taken from a bale
and weighed. Record as A (original weight). Place cloths in a
thermostatically controlled dryer. Dry for two hours at 220 F (104

C). After drying, reweigh immediately and record as B (final
weight).

Compute as % Moisture Content = (A-B)100/A
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4, STANDARD PARAGRAPHS: The following standard paragraphs, as defined in
Manufacturing Standard MHX, are herewith made a part of this standard:
Pl, P2, P3, R3, R4, :
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