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1. SCOPE: The material defined by this standard is a non-static, all nylon-
chiffon, woven fabric of synthetic polymeric base fibers.

2. APPLICATION: This material is generally used for paint straining. The

non-linting fabric can generally be washed repeatedly in solvent and re-
used.

3. REQUIREMENTS :

3.1 COLOR: The material shall be bleached white and finished with an
antistatic agent.

3.2 WIDTH: 45 in. (1143 mm) between selvages
(ASTM D 3774)

3.3 WEIGHT: 0.75 oz/yd2 (0.025 kg/m2) min
(ASTM D 3776)

3.4 CONSTRUCTION:
Yarn Count: Warp Direction: 100 ends per in (25.4 mm)
(ASTM D 3775 Fill Direction: 82 ends per in (25.4 mm)
Yarn Size: 3 denier per filament

(ASTM D 1244)

Tensile Strength: Warp: 50.0 1b (222.2 N) min
(ASTM D 2261 & Fill: 40.0 1b (177.8 N) min
D 2262)

Trapezoid Tear

Strength: Warp: 8.0 1b (35.6 N) min
(FLTM BN 22-1) Fill: 6.5 1b (28.9 N) min
Elongation at Bfeak: Warp: 9.0% min
(ASTM D 1682) Fill: 10.5% min
3.5 EDGES: Where the supplier is required to furnish sewn bags of this

material, the sewed edges shall be folded and double stitched.

thread used shall conform to ESB-M-15H10-A, No 42 Bonded Low Twist
Multifilament Nylon Thread.

3.6 PERFORMANCE:

Resistance to Solvents: The material shall not be degraded by
aromatic hydrocarbon thinners.

Filtering Action: The cloth shall not remove aluminum flakes in
conventional metallic enamels to the extent that color is affected,
as determined by shop trial.
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Dirt Removal: The cloth shall remove particles in conventional
enamels to the extent that a dirt-free film can be obtained ( with
reasonable preparation of substrate and air supply) at a dry film
thickness of 0.00125 inches (0.032 mm), as determined by shop trial.

Silicones: The cloth shall contain no silicone materials, as
verified by IR of Petroleum Ether Extract.

4, STANDARD PARAGRAPHS: The following standard paragraphs, as defined in
Manufacturing Standard MHX, are herewith made a part of this standard:
P1, P2, P3, R3, R4. ' ' '
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