MANUFACTURING STANDARDS
FORD MOTOR COMPANY MB

. M-99BZ-1
SPRAY BOQTH WATER COMPOUNDS - SELECTION OF

1. INTRODUCTION:

l.l: Spray booth vater compounds are used in water wall type spray booths
for the purpose of reducing the difficulties and cost of maintaining
paint soray booths, Their basic functions are to effectively kill
the paint to prevent sticking of paint to walls,.baffles and fan,
and float the killed paint for removal by skimming. In additien, it
must perform its functions with minimum foaming, sludging and sus-
peasicn of paint. When the proper compournd is used, at an appropriate °
concentration for illing and floating paint overspray in a proverly
designed and maintained spray booth, the spray boothk should operate
without difficulty. Concurrently, excessive foaming, paint build-up
and other difficulties will be experienced in a poorly controlled
and maintained or inadequataly designed spray booth regardless of
compound used. To insure proper performance of an appropriate spray
booth water compound, the booth should be designed iz accordance
with Industrial Process Equirment Standard BAX.

The selection of an appropriate spray bocth water compound generally
depends on the type of paint to be sprayed. But, there ars other
factors vhich will affect the operation, and therefors, must be
considered at the initial use of the ccmpound; namely, suitable
concentraticn, condition of water supply, volume of paint sprayed,

peculiarities of the design of the equirment, and other related
factors.

X

4.3: Selection of spray booth water compound by this chart is accomplished
as follows:

3:3.1: Determine type or combination of organic coatings %o be
sprayed in booth,

1.3.2: Locate the type of paint in appropriate column on the chart.
Aadads

The aumber which appears ooposite the type of paint indicates
the appropriate spray booth water compound.
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MANUFACTURING STANDARDS
FORD MOTOR COMPANY

M-99BT.1l
SPRAY BOOTH WATER COMPOUNDS - SELECTION OF (Comt'd.)
Recommended
Spray Booth
s Tvpe of Paipt | Water Cogpound Boparks
M-99B1334 Spray booth water compound M-99B1338,

General Liquid Type, may be used. Its
only advantage is ease of handling in
i# making additions. It is generally not

- recommended because in use it is con-
siderably more expensive than the
M-99B1334, Dry Type.

M-950B133C Spray booth water compound M-99B133D,
Non<Caustic Ligquid Type, may be used.
Its use is generally not recommended
because of the excessive cost of
M=99B133D in use.

M-G9B1334 Spray beoth water compound M-99B133B,
s Gemeral Liquid Type, may be used. Its
only advantage is ease of handling in
making additions. It is genmerally not
vecommendec because in use it 1s con-
sidersbly =ore expensive than the

M-99B1334, Dry Type. :

*NOTE:

Body color enamels, used in any one paint system, comsist of a rasiety oF
colors, including those manufactured with organic pigments and spliars L
pounded using dispersed metallic particles; thereiore, a saint gystam used
for body color emamels should be treated as z metallic palnt syitem. -
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