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TANDARD, FOR USE IN MANUFACTURING STANDARD

SCOPE: This standard contains those paragraphs which are repetitively applied to the "M"
category of Ford Manufacturing Standards.

APPLICATION: This document is to assist in the selection and application of appropriate
paragraphs, or identification thercof, from the code number given. The paragraphs
contained herein are intended for use with the "M" series standards. Those preparing such
standards are expected to select the appropriate paragraph(s) and apply the code associated
therewith to the new, or revised, standard as further described in the Ford Manufacturing

Standards Instruction Manual (published periodically by Manufacturing, Engineering and
Manufacturing Staff).

Coded Parggravhs: The paragraphs which follow are associated with a code number.
Applications of the code number in the appropriate location on the Manufacturing Standard
has the effect of applying the terms/conditions of the paragraph to the given standard.

Code Text Application

Al

PHOTQCHEMICAL REACTIVITY: This solvent shall Paints and paint solvents;
not be photochemically reactive as defined below. general purpose solvents.

A photochemically reactive solvent is any solvent
with an aggregate of more than 20% of its total
volume composed of the chemical compounds class-
ified below or which exceeds any of the following
individual percentage composition limitations, referred
to the total volume of solvent:

0 A combination of hydrocarbons, alcohols, aldehydes,
esters or ketones having am olefinic or cycloolef-
inic type of unsaturation - 5%.

0 A combination or aromatic compounds with eight
or more carbon atoms to the molecule, except
ethylbenzene - 8%.

0 A combination of ethylbenzene, ketones having
branched hydrocarbon structures, trichloroethylene
or toluene - 20%.

Whenever any organic solveat or any constituent or
an organic solvent may be classified from its
chemical structure into more than one of the above
groups of organic compounds, it shall be considered
as a member of the most reactive chemical group,

that is, that group having the least allowable: percent
of the total volume solvents.
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-Enamels or primers sent to various regions of the
U.S. must conform to E.P.A. rules and regulations for
that region.

A2 STABILITY: The material shall exhibit no skinning,
stratification, gelation, separation, or other de-
terioration when stored or shipped in sealed con-
tainers appropriate to the character of the contents,
as determined by shop trial.

A3 PROHIBITED MATERIALS: Materials supplied to this

' standard shall not contain concentrations excesding
0.1% by weight of the following, unless specific
exemption is granted:

Benzene

Carbon Tetrachloride

Asbestos

2 - Naphthylamine and its Salts
2 - Aminodiphenyl and its Salts
4 - Nitrodiphenyl
Polybrominated Biphenyls
Polychlorinated Biphenyls
Arsenic and its Compounds
Mercury and its Compounds

Ad NITROSAMINES: Materials qualified under this
standard shall not be formulated with chemical
ingredients that can be anticipated to form harmful
concentrations of nitrosamines.

AS ODOR: The material shall exhibit no offensive odor
in the as-received condition as determined by shop
trial.

A6 EREEDOM FROM BACTERIAL ACTIVITY: The
material shall exhibit no visual or olefactory evi-
dence of ©bacterial activity in the as-received
condition as determined by shop trial.

A7 RESIDUES: Residues, resulting from contact betweea
the material and production parts, shall not be tacky
to the touch, nor interfere with precision assembly
operations, or gauging of such parts, as determined
by shop trial

A8 COMPATIBILITY: The material shall be compatible

in all proportions with any other material qualified
to this standard, as determined by shop trial.

Application

Liguids such as, but not limited
to oils, draw compounds, heat
transfer fluids, etc.

Machining Coolants

All, as appropriate.

All, as appropriate.

Liquids such as, but not limited
to cleaners, coolants, corrosion
preventatives, etc.

All, as appropriate.
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