ENGINEERING MATERIAL SPECIFICATION

Heterial Name

File Cantrol No. Specification waner
KRAFT PAPER CORE, REINFORCED SMTSC001EEC]

S-M1E4501-a

1. SCOPE

The material defined by this specificacion is
reinforced with sisal centre-cord,

2.  APPLICATION

The material shall be conditioned for &
50 +/- 53 relative humidity prior co
conditions. £

3.1. REQUIREMENTS FOR THE §

.11 43 g/10 merers

4,3 Keex

s 7
3.2 REQUIREMENTS FOR THE l""%" JATERIAL

As specified on
the Enginecring
drawing.

100 g/10 mecers

1100- N
0 mn/minute)

5,5-12,8

3 - 1% of the
original weight

Release/Revision
‘1988 10 / 31517TC Retyped, was 4 shects, 8 Insctivaced J‘{R7
1975 08 13 |5 4576TC Suffix B added & pages renumbered
1970 06 30 |EC/16534/HC Releascd
WP 3948-a
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3.6  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. & mutually acceptable Concrol Flan &8s described
therein is required for material/source approval. Appropriate
statistical tools must be used co analyze Process/product data so
that variation in the final product is coutinuously reduced.

3.7 SUPPLIERS RESPONS{BILITY

All materials supplied o this specification must be equivalent in
all characteriscies to the material upon which approval was
originally granted,

Prior to making any change in the Properties, composition,
construction, colour, PTocessing or labelling of the material
originally approved under this specification, whether or not such
changes affect che material's -ability to meet cthe specificarion
Tequirements, the Supplier shall notify Purchasing, Toxicology and

activiry. Test data, resc samples and a new code idencificacion
are to be submitted with the requestc,

Substance restriccions {aposed by lav, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Macerial Specification USS-M99P9995-41,
unless a differenc suffix (e.g. A2 or a3) is specified on the
engineering document for the dapplicacicn.

APPROVAL OF HATERIALS

Materials defined by this specificarion must have prior approval by the
Tesponsible Haterials Enginecring accivicty. Suppliers desiring approval
of their materials shall firsc obtain an expression of incerest from the
affected Purchasing, Design and Materials Engineering acrivicy. Upen
request, the Supplier shall submit to the affected Hazerials Engineering
activity its own laboracery report to the specificacion (cest resules,
not nominal values), the macerial designation and code number, gnd cest
speclmens for Ford evaluacion. Upon approval, the marerial will be added
to the Engineering Havterial Approved Source Lisc,
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