ENGINEERING MATERIAL SPECIFICATION

Materral Name Specirication Number
CHASSIS ENAMEL S-M1J170~B
1. SCOPE

The material defined by this specification is an air drying enamel,
specifically formulated to provide good corrosion resistance.

2. APPLICATION
This material is generally used for painting automotive chassis, underbody
constructions and parts within engine compartment. It shall be suitable
for pneumatic as well as for airless or electrostatic spray application or
by dip process.
3. REQUIREMENTS
3.1 COMPOSITION
3.1.1 Vehicle
The vehicle shall be suitable to obtain the desired results.
3.1.2 Pigment
In line with clause 3.7.

3.2 PHYSICAL PROPERTIES

3.2.1 Package Viscosity
(FLTM EU-BI 11-1)

According to initial sample report.
Minimum 25 seconds FC4/25 C.

3.2.2 Solids
(FLTM EU-BI 2-1)

According to approved initial sample report +/- 1 %.
3.2.3 Flash Point
The flash point shall conform to the safety regulations

applicable to the plant and/or country where the material
shall be used.
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3.2.4 Density
(FLTM EU-BI 2-2)

According to initial sample report +/- 0.05,

3.2.5 Storage Stability
(FLTM EU-BI 2-3)

The viscosity shall not increase more than 15 seconds. The
materials shall not gel or liver up on standing.

3.2.6 Reducers: S-M14J210-A or S-M14J245-A
Alternatively to production requirements.
3.3 PREPARATION OF TEST PANELS
| SUBSTRATE
Body steel according to DIN-Standard 1623, Type RRSt 14-05 or
according to CRI (E) BS 1449 Part 1 B, 1962. Surface finish 45 - 65

CLA (microinches}.

Pneumatic spray application of material under test on degreased test

panels.
Dry film thickness 20 - 25 micrometre
Spray viscosity As specified by vendor

3.4 AGEING
Panels shall be aged 72 hours at room temperature prior to testing.
3.5 FILM PROPERTIES
3.5.1 Color
| Black, if not otherwise specified on drawing.
i 3.5.2 Drying
Dry to handle after maximum 20 minutes at room temperature.

3.5.3 Film Thickness, min 20 micrometre
({FLTM EU-BI 17-1)

3.5.4 Adhesion No chipping
(FLTM BEU~BI 6-1, Method B)

a) After 72 hours air drying according to clause 3.4

b) After 2 hours baking at 120 C {(after cooling)
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