ENGINEERING MATERIAL SPECIFICATION

Haterial Name
HIGH TEMPERATURE ALLOY - CORALT BASE
1. SCOPE

The material defined by this specification is a Cob
precision casting alloy with good thermal shoe
temperature strength. :

2. APPLICATION

This specification was released original
Combustion Chamber Inserts.

3. REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the req
Standard Q-101. A mutual
therein is required for /
statistical tools must
that variation in the fi

3.2 CHEMICAL COMPOSITION

Cobalt
Chromium
Tungsten
Carbon

n the

7C3 and M6C types.

Specification Number

5-M241005-a

reduced
60 - 70
22 - 30
5 - 7
0.3 - 0.6
30 - 35 HRC

hromium-Tungsten

lity System
as described
Appropriate
/product data so

"as cast" condition and the
t of a cobalt rich matrix with
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3.5 SUPPLIERS RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, colour, processing or labelling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulations or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification WSS5-M99P9999-A1,
unless a different suffix (e.g. A2 or A3) 1is specified on the
engineering document for the application.

4, APPROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first obtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity a completed copy of their laboratory test reports, signed by a
gqualified and authorised representative of the test facility,
demonstrating full compliance with all the requirements of this
specification (test results, not nominal wvalues), the material
designation and code number, and test specimens for Ford evaluation.
Ford's engineering approval of a material will be based on its
performance to this specification and on an assessment of suitability for
intended processes and/or applications. Upon approval, the material will
be added to the Engineering Material Approved Source List.

5.0 GENERAL INFORMATION
5.1 Melting Range 1260 - 1415 C
5.2 Specific Gravity 8.13

5.3 Thermal expansion coefficient per C X 10 -6

20 - 100 ¢ 20 - 200 C 20 - 300 C 20 - 600 C 20 - 900 C
11.0 11.6 12.4 13.99 15.38
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