@ ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

PRESSED WOOD FIBER BOARD S5-M2EB4610-A
COATED WITH HF-ADHESIVE
PRESSED WOOD FIBER BOARD DELTA S-M2E4610-B

COATED WITH HF-ADHESIVE

1, SCOPE
The material defined by this specification is a pressed wood fiber board

coated with an HF-welding adhesive on one side and waterproofed by
impregnation or painting on the reverse side.

2. APPLICATION

This specification was released originally for material used in the
manufacture of door and quarter trim panel assemblies using the HF-welding
method and/or as specified no the Engineering drawings.

3. REQUIREMENTS

The material must be conditioned for a minimum of 24 h at 23 +/- 2 C and
50 +/- 5 % relative humidity prior to test and tested under the same
conditions. This conditioning does not apply to clause 3.4 Moisture
Content.

Material from any one supplier must comply consistently with one of the
three types in clause 3.5 and 3.6.

The mesh size of the textured surface shall not differ from that of the
originally approved sample by more than 2 strands/25 mm.

3.1 DIMENSIONS As specified on Engineering drawings

3.2 THICKNESS As specified on Engineering drawings
(FLTM EU=-BS 50-2) :

3.3 WEIGHT, g/m2 per 2 mm thickness 1800
(FLTM EU-BS 50-2)

3.4 MOISTURE CONTENT (relative) 4 - 9 3
(FLTM EU-BS 51-1, As received, not conditioned)

Date Release No. Released
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3.5 WATER ABSORPTION (relative)
(FLTM EU-BS 51-1, 24 h immersion)

S-M2E4610-A
DELTA S—-M2E46€10-A

Type A Type B Type C
25 - 50 20 - 40 10 - 35

3.6 WATER SWELL (relative)
(FLTM EU-BS 51-1 24 h immersion)

Type A Type B Type C
15 - 35 15 - 30 10 - 25

3.7 WARP, max 6 %
(FLTM EU-BS 51-1 24 h immersion)

3.8 DIMENSIONAL STARILITY
(FLTM EU-BS 3-1, Method B)

Expansion, max 1.5
Shrinkage, max 2.0
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3.9 FORM STABILITY
(FLTM EU-BS 51-2)

. After Humidity Storage, max

. After Heat Storage, max

. After Conditioning Standard Atmosphere
(20/65), max
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3.10 BURSTING STRENGTH, N/cm2 per 2 mm
thickness, min 150
(ASTM D 774)

3.11 TRANSVERSE STRENGTH
(FLTM EU-BS 5-1})

Dry, min 3500 N/cm2
Wet, min 2000 N/cm2

Note: When evaluating the wet transverse strength the thickness of
the test specimen must be measured and recorded before water
immersion.

3.12 WELDABILITY

The material must be capable of being HF-welded under normal
production conditions to the appropriate other materials released for

production.
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