ENGINEERING MATERIAL SPECIFICATION

Material Name Speciltication Number
BODY ADHESIVE, SOLVENT RELEASE S-M2G4606-A
1. SCOPE

The material defined by this specification is a % rubber based,
solvent release adhesive with a long open time. 3
2. APPLICATION

This material is mainly used for bonding heafid i (led
surfaces. The adhesive is applied single fc Y

3. REQUIREMENTS
3.1 COLOR

3.2 S0LIDS
(FLTM EU-BV 50-10)

3.3 ASH, max
{FLTM EU-BV 50~10)

3.4 DENSITY at 20 C, ma
{ASTM D 1475)

3.5 VISCOSITY at 20

(FLTM EU-BU 4 8 g total load)

3.5.1 50 +/- 10 s
3.5.2 80 s
None

, light
Ymaterial)

No chipping or cracking

No chipping or poor adhesion
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ENGINEERING MATERIAL SPECIFICATION
SM-2G4606-A

3.9 PEEL ADHESION AT ELEVATED TEMPERATURES
(FLTM EU-BU 51-1, Method B2, production
headlining material, single coat 0.3 mm
wet, open time 10 minutes)

Peel-off Length up to 60 C, max 20 mm

3.10 SHEAR STRENGTH
(FLTM EU-BU 51-1, Method A, light colored
production headlining material, single coat
approx. 0.3 mm wet, open time 10 minutes)

3.10.1 Original

a) 10 minutes after bonding, min 1 kgf/cm2
b) 2 hours after bonding, min 1.3 kgf/cm2
¢) 24 hours after bonding, min 4 kgf/cm2

3.10.2 After Correction

Test Method:” 5 minutes after bonding according to 3.9
separate the bond and immediately rebond. Measure the shear
strength.

a) After 10 minutes, min 1 kgf/cm2

b} After 2 hours, min 1.3 kgf/cm2

c) After 24 hours, min 4 kgf/cm2

3.11 QUALITY

The material shall be a smooth, homogeneous mixture, free from
foreign material and properties detrimental to normal production use.
The material shall not settle or separate after storage to the extent
as to cause difficulty in mixing for use. It shall be free from
objectionable or irritating odors, both as received and after
storage.

3.12 TOXICITY

The material shall be non-toxic and shall not cause skin rash or
i irritation (dermatitides) to'exposed handlers in normal production
| use. The solvents benzene and chlorinated hydrocarbons are
1 considered toxic and their use is strictly prohibited in compounding
material to this specification.

3.13 SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in

all characteristics to the material upon which approval was
originally granted.
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