ENGINEERING MATERIAL SPECIFICATION

Material Name Specification Number
BODY ADHESIVE, SOLVENT . RELEASE S-M2G4612-A
1. SCOPE

- The material defined by this specification is a
release, synthetic rubber based adhesive.

ing, solvent

2. APPLICATION.

This material is mainly used for bonding viny, N7
and/or as specified on Engineering Dra 7 [ fedt: ainted
surfaces. The material can be applied by 7 3

3. REQUIREMENTS
3.1 COLOR
3.2 MATERIAL BASE thetic rubber

3.3 SOLIDS, min
(FLTM EU-BV 50-10)

3.4 ASH, max

(FLTM EU-BV 50-10)
3.5 OPEN TIME 3 to 5 minutes
(Based on a we
200 micrometre/

3.6 CORRECTION 1 minute
{Double co
200 micro
3.7 WEIGHT PER LITER“n 5 to 28 C
3.9 3 moﬁths
d Motor Company)
Method a) and b}, 51 hole disc,
60 - 65 s
75 s
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3.11 STAINING None
(FLTM EU-BU 52-2, Method A and B)

3.12 COLD FLEXIBILITY No chipping
(FLTM EU-BU 52-4)

3.13 AGEING No flaking
(FLTM EU-BU 52-5)

3.14 SHEAR STRENGTH
(FLTM EU-BU 51-1, Method A, Fig. 3 and 4,
double coat, 200 micrometre wet film
thickness, 5 minutes open time)

3.14.1 standard Duck Cloth

After 10 minutes, min 1 kgf/cm2
After 2 hours, min 3 kgf/cm2
After 24 hours, min 4.5 kgt/cm2
*After Heat Ageing, min 5 kgf/cm2

*16 hours at room temperature plus 14 days at 70 C in a
mechanical convection oven plus 2 hours at room temperature.

3.14.2 Vinyl Coated Fabric

After 10 minutes, min 0.8 kgf/cm2
After 2 hours, min 2.5 kgf/cm2
After 24 hours, min 3.5 kgf/cm2
*After Heat Ageing, min 4 kgf/cm2

3.15 PEEL STRENGTH AT ELEVATED TEMPERATURES
(FLTM EU-BU 51-1, Method B2, double coat,
200 micrometre wet film thickness, open
time 5 minutes, see Fig. 6)

3.15.1 Standard Duck Cloth, max
Separation length up to 110 C, 10 mm.
3.16 QUALITY
The material shall be a smooth homogeneous mixture free from foreign
material and properties detrimental to normal production use. It
shall not settle nor separate after storage to the extent as to cause

difficulties in mixing for use. The material shall be free from
objectionable or irritating odors both as received and after storage.
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