@ ENGINEERING MATERIAL SPECIFICATION

Material Name

BODY ADHESIVE,

SOLVENT RELEASE

Specificaticn Number

S-M2G4622-A

The material defined by this specification is a synthetic rubber based,

1. SCOPE
solvent release,
2. APPLICATION

adhesive.

This material is used for bonding PVC sheeting to hardboard or grease free
surfaces and/or other applications as specified on Engineering drawing.

3. REQUIREMENTS

3.1 COLOR Transparent yellow
3.2 SOLIDS, min 20 %
(FLTM EU-BV 50-10)
3.3 ASH, max 3%
(FLTM EU-BV 50-10)
3.4 DENSITY at 20 C 0.86 +/- 0.02 g/cm3
(ASTM D 1475)
3.5 VISCOSITY at 20 C
(FLTM EU-BU 4-1, 51 hole disc, total
weight force 1 N)
3.5.1 As Received 15 +/- 3 s
3.5.2 After Ageing, max 20 s
3.6 STAINING None
(FLTM EU-BU 52-2, Method B, 96 hours, light
colored PVC sheeting production material)
3.7 COLD FLEXIBILITY No chipping
(FLTM EU-BU 52-4, except 70 C,
- 30 C and mandrel dia. 50 mm)
3.8 AGEING No chipping or poor adhesion
({FLTM EU-BU 52-5, film thickness :
0.3 mm wet)
Date Release No. Released
1994 11 23 Revised and Retyped, was 6 pages
1980 08 08 |B/402 957 TP Revised sheets 2,4,5; Retyped on new form
1970 10 05 |0E/C64977 KP Released
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PEEL ADHESION AT ELEVATED TEMPERATURES

3.9
(FLTM EU-BU 51-1, Method B2; released PVC
sheeting, double coat each 0.15 - 0.2 mm
wet, open time 2 minutes)
Max 4 cm peel-off length up to 70 C.

3.10 SHEAR STRENGTH
(FLTM EU-BU 51-1, Method A; released PVC
sheeting, double coat, each 0.15 - 0.2 mm
wet, open time 2 minutes)
a) 10 minutes after bonding, min 8 N/cm2
b) 2 hours after bonding, min 13 N/cm2
¢) 24 hours after bonding, min 28 N/cm2
d) 2 hours after heat ageing, min 38 N/cm2

3.11 QUALITY
The material shall be of uniform quality free from foreign material
and properties detrimental to normal production use. It shall not
cause excessive soiling of handlers in normal production use.

3.12 HEALTH HAZARDS AND ODOR
The material must not contain any ingredients (matter) which, under
normal production conditions, could lead to health hazards such as
skin rash or irritation (dermatitis), irritation of the mucous
membranes, difficulties in breathing etc.
The material shall be free from objectionable odors both as received
and after storage.

3.13 SUPPLIER'S RESPONSIBILITY
All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.
Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and a new code identification are
to be submitted with the request.
Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999~-Aa1l.
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